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Large Kerr nonlinearities are of significant interest for photonic quantum informa-
tion processing and can be applied towards developing deterministic single photon
sources and implementing deterministic quantum logic gates. The required strong
nonlinear interaction between photons can be achieved by enhancing the light-
matter interaction using alkali vapors interacting with a tightly confined optical
mode area, such as that of a waveguide. The guiding properties of the waveguide
over long distances helps in achieving a long interaction length while simultane-
ously increasing the atom-photon coupling by maintaining a small mode area over
the entire guiding length. In this thesis, we explore the large e↵ective Kerr non-
linearities ( ) of Rubidium vapor interacting with the optical mode of hollow-core
photonic band-gap fibers (Rb-PBGF) and the tightly confined evanescent field of
air-clad silicon nitride (Si3N4) waveguides (Rb-chip). We have demonstrated e -
cient and noiseless frequency conversion at low power levels leveraging the large  
for the Rb-PBGF system. As proof of principle, we have also generated spectrally
bright quantum correlated photon-pairs in a warm Rb vapor-cell and have pro-
posed an extension of the experiment in the Rb-PBGF platform, which could lead
to near unit photon pair generation e ciency. During the course of the study, we
have also significantly improved the Rb-PBGF system by attaining an almost con-
tinuous operation lasting for several hours (1000⇥ longer) while generating optical
depths (OD’s) ⇠ 50, which are required to attain single photon-level nonlinearity
in the Rb-PBGF system. Developing on-chip CMOS [complimentary metal-oxide-
semiconductor] compatible Rb vapor based platforms can not only achieve large  ,
but also significantly reduce the footprint of the device and make it more compat-
ible with other chip-based platforms. In our present work, we have demonstrated
the feasibility of this approach by achieving extended interaction time-scales for,
air-clad Si3N4 waveguides coated with aluminum oxide (Al2O3) and evanescently
coupled to warm Rb vapor. The thin Al2O3 layer has greatly helped in preventing
corrosive damage caused by Rb to the nitride surface that have improved the op-
erational lifetimes by a factor > 100. During the course of our study, we realized
the limitations of known platforms towards generating tunable sources of single
photons at near-visible wavelengths; a wavelength regime at which great progress
has been made for quantum storage and detection. Towards the end of this work,
we have experimentally demonstrated a broadband frequency comb at near-visible
wavelengths by engineering anomalous dispersion for higher order waveguide modes
in Si3N4 microresonators. The underling process of parametric wave-mixing being
the same for frequency combs and correlated photon-pair generation; our work
opens new possibilities for developing spectrally narrow single photon sources in
the near-visible which are compatible with highly nonlinear alkali vapor based
systems like the Rb-PBGF and Rb-chip platform.
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1.8 Air-clad Si3N4 waveguides and microresonators mounted on a cop-
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tween two sapphire viewports. In addition there is a viewport on
top of the chamber to image the chip. A Rb ampoule is inserted
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the temperature of the waveguides can be controlled independent
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2.4 Conversion e ciency of the generated idler (red squares) and the
extinction percentage of the signal beam (blue triangles) plotted
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3.2 A weak probe beam at 795 nm and a vapor generation beam are
sent counterpropagating into the Rb-filled photonic band-gap fiber
(PBGF) using 10X objectives. The probe is scanned across the D1
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3.3 The absorption of the probe beam is plotted as a function of de-
tuning, for vapor generation beam at (a) 17.3 mW and (b) 48 mW.
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In the past two decades there has been an increasing focus on the development
of quantum computing (QC) platforms [4, 6–15] with the ever rising demand on
reducing the transistor size, which is reaching its practical limit [16]. QC not only
o↵ers an alternative route to high speed computing, but can also provide a test
bed for running quantum simulations [17], which have no classical analogue. One
of the biggest challenge in implementing a robust quantum computing device, has
been to overcome the relatively short decoherence time-scales which hinder reliable
operation [18]. Photons appear as a likely candidate to implement tools required for
quantum information processing (e.g. teleportation), as they experience negligible
decoherence compared to other quantum systems, even after propagating distances
ranging over hundreds of kilometers [19–21]. There have also been some recent
e↵orts to develop quantum resources operating on space based satellites [22, 23].
However, a major challenge of using photons for quantum computing is that,
photons interact weakly with each other and hence a medium with a large non-
linearity is required for observing measurable changes in the spectral features or
polarization states of the interacting photons. Moreover, increasing the bandwidth
of quantum information processing (QIP), requires the development of determin-
istic narrowband photon sources at any given desirable wavelength of operation.
To date, the most e cient platforms for generating high fidelity single photons
have had a single photon generation e ciency ⇠ 10 8 photons/input photon [24].
Consequently, there has been an increasing focus on developing new platforms for
QIP, facilitating single-photon level interaction with high e ciencies.
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In our work, we focus on schemes using novel nonlinear optical processes such
as Bragg-scattering four-wave mixing (BS-FWM) [chapter 2] and coherent photon
conversion (CPC) [chapter (4)], which shall be useful in: (i) interfacing quantum
devices, (ii) development of deterministic single photon sources and (iii) imple-
menting deterministic quantum logic operations. Our approach relies on leverag-
ing the large e↵ective nonlinearities of alkali vapor interacting with optical modes
in confined geometries which shall be crucial towards building a scalable platform
for photonic QIP. In addition, we also explore the possibility of using on-chip sili-
con nitride (Si3N4) microresonators for developing tunable single photons sources
which can be compatible with quantum systems like alkali-vapor in the near-visible
wavelength range, by dispersion engineering of higher-order waveguide modes.
1.1 Large Kerr nonlinearity for photonic quantum infor-
mation processing (QIP)
Developing, deterministic logic gates, high fidelity single photon sources and re-
liable quantum memories are the requirements for advances in optical quantum
networks [25, 26]. This would entail performing nonlinear optics at the single
photon-level. To date, significant advances has been made for demonstrating large
single-photon nonlinearities by achieving a strong atom-cavity coupling [27–31] or
by means of Rydberg atoms in cold atomic ensembles [32, 33].
An alternate approach towards attaining interaction with just a few photons
in the optical mode would be to engineer platforms having large e↵ective Kerr
nonlinearity based on third-order nonlinear optical interaction  (3) [refer to ap-
pendix A for details] and operating at modest temperatures. The required strong
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Kerr interaction can be achieved by: (i) coupling a strongly resonant system like
an alkali vapor to a highly confined optical mode of a waveguide [3, 34–36], (ii)
confining the light in resonant cavity [37–39] and (iii) giant Kerr nonlinearity via
electromagnetically induced transparency [40].
Proposals have been made to implement a Fredkin gate [25] based on the idea
that a single photon can impart a phase shift of ⇡ radians on another single photon,
via a strong Kerr interaction. The Fredkin gate is similar in logic operation to the
the universal c-NOT gate in classical computing and a recent demonstration of a
⇠ 1 milliradian phase shift per photon achieved in a Rb-filled photonic band-gap
(Rb-PBGF) system, have proved to be a crucial step towards attaining determinis-
tic gate operation [41]. Measuring the phase shift imparted by a few photons on a
classical beam can also serve as an important tool in making an indirect measure-
ment of photon number without having the quantum state collapsed [42,43]. This
scheme, also known as a quantum non demolition measurement (QND), would re-
quire a large singe photon nonlinearity for making a realistic phase measurement
at short averaging time intervals.
Figure 1.1: Four wave mixing between a strong pump P and three quantum modes
aˆa, aˆb, and aˆc, in a  (3) medium, mimicing an e↵ective second order process  
(2)
eff ,
such that  (2)eff/ (3)P .
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Large Kerr nonlinearity can also play a crucial role in the development of
deterministic single photon sources using a recently proposed scheme for coherent
photon conversion (CPC) [4]. The CPC process involves a classical pump beam
and three quantum modes in a typical four-wave mixing interaction ( (3)). For a
highly nonlinear medium, the process mimics an e↵ective second order nonlinear
( (2)eff ) interaction between the three quantum modes (see Fig. 1.1). The scheme
predicts that, if the e↵ective Kerr interaction length of the medium can be made
large enough, it would be possible to implement 100% photon doubling, develop
a maximally entangling controlled phase gate, and generate high fidelity single
photon sources, using the same platform (refer to section 4.2).
χ(3) 
s




Figure 1.2: Bragg scattering four wave mixing interaction in which two strong
pump beams (pump 1 and pump 2) noiselessly frequency translate a signal field
aˆs at frequency !s to an idler field aˆi at frequency !i via a  (3) nonlinear process.
The conversion e ciency depends on the e↵ective Kerr nonlinearity, power of the
pump beams and phase di↵erence between the interacting modes.
Systems useful for photonic quantum information processing operate e ciently
in di↵erent frequency regimes (e.g. the most e cient quantum memories im-
plemented using atoms operate at visible wavelengths [44–47] whereas tunable
and narrow-band single-photon sources are most easily implemented at telecom
[38, 39, 48–51]). This makes e cient frequency conversion a vital step towards
inter-connecting devices operating in di↵erent frequency regimes. Such e cient
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and noise-less frequency conversion can be facilitated by the process of Bragg scat-
tering four-wave mixing (BS-FWM) which relies on a nonlinear Kerr interaction
between two pump fields and two quantum modes [52, 53] (see Fig. 1.2). If the
strength of the nonlinearity is large, it is possible to achieve 100% frequency con-
version between the two quantum modes. In addition to providing an interconnect
between quantum devices, the frequency conversion facilitated by BS-FWM can
provide a means to implement frequency qbits [54] which can be be used as a vital
resource for QIP.
In this thesis, we demonstrate the use of Rb vapor interacting with confined
optical modes, to yield large e↵ective Kerr nonlinearities that can facilitate non-
linear optics at the single photon level. In particular we study Rubidium (Rb)
vapor confined to hollow-core photonic band-gap fibers (Rb-PBGF) and Rb vapor
evanescently coupled to the optical mode of air-clad Si3N4 waveguides. Further-
more, we have also explored the possibility of using dispersion engineered Si3N4
microresonators, for achieving broadband parametric wave mixing at near visible
wavelengths. Our demonstration of a broadband frequency comb, opens inter-
esting new possibilities towards developing tunable single photon sources in the
near-visible which can also be compatible with our highly nonlinear Rb-PBGF or
Rb-chip platform.
1.2 Resonantly enhanced Kerr nonlinearities in alkali va-
por
Since the development of the laser in the early 1960’s [55], alkali vapors have been
used to demonstrate strong coherent nonlinear interactions due to their: (i) large
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scattering cross sections, (ii) well defined energy levels and (iii) the possibility of
attaining large atomic densities at moderate temperatures; a parameter measured
by the optical depth (OD). Attaining large single photon-level nonlinearities would
require maximizing the atom-photon interaction given by g
p
(OD)/ , where   is
the lifetime of the excited state and g is the atom-photon coupling constant. The
scattering cross-section Asc for an alkali atom is given by Asc = 3 2/2⇡, where   is
the wavelength at resonance. The coupling constant g ⇠ 1, when the optical mode
area A approaches Asc, and hence a system with a dense alkali vapor confined to
tiny geometries are a natural choice for attaining strong light matter interactions.
This can be further explained by discussing the requirements for a large Kerr
interaction. For an alkali vapor, we can write the strength of the e↵ective Kerr




and for a two-level system, the above expression can be further simplified to,





where, N is the atomic number density, L is length of the medium, A is the optical
mode area and   = !   !0 is the detuning of the laser field ! from the atomic
transition frequency !0. Thus, smaller the detuning of the laser field from the
atomic transition, larger will be the strength of the nonlinearity. This phenomenon
is also known as the resonant enhancement of Kerr nonlinearity. In principle, the
detuning cannot be made arbitrarily small as the laser field starts experiencing
strong linear absorption close to resonance and at high atomic densities. Practical
values of detunings are always chosen such that the two opposing e↵ects (resonant
enhancement and linear absorption) balance each other.
As seen in equation 1.2,   can also be enhanced by improving the L/A ratio. A
6
simple approach for decreasing the optical mode cross-section, is to tightly focus
the input laser field in a bulk vapor cell. However, a tightly focused beam also
has a smaller confocal parameter; which is a measure of the e↵ective interaction
length. For example, focusing a beam at   = 780 nm (the D2 transition of Rb) to
a spot size 2.5 µm in radius (w0), leads to a confocal parameter of ⇠ 2⇡w02/  =
50 µm. Alternatively, the L/A ratio can be increased by having the alkali vapor
interact with the confined optical modes of waveguides. One possible solution is
to have an optical mode interaction with atoms confined to the core of hollow-core
PBGF’s. The practical implementation of such a system has been described in
previous works [3, 41, 57], which demonstrate a dense alkali vapor existing upto a
depth of ⇠ 1 cm in a PBGF with a fundamental mode field area ⇠ 10 µm2. The
Rb-PBGF system achieves a 200⇥ improvement in the L/A ratio over the bulk
vapor cell with everything else constant.
Similarly, the Si3N4 waveguides designed for achieving an evanescent field in-
teraction with Rb vapor (chapter 5), have the optical mode confined in a narrow
cross-section, 50 nm away from the waveguide surface. The device dimensions are
designed to engineer ⇠ 6% of the guided mode in the evanescent region, for a 200
nm tall, 600 nm wide and 1 mm long waveguide. The tight confinement of the
evanescent mode could lead to an enhancement by a factor > 600 in the L/A ratio,
over those in bulk vapor cells. In the next sections, we shall describe in detail, the
methods to build a practical Rb-PBGF and a Rb-chip system.
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Figure 1.3: Plot of probe transmission versus relative frequency, in a Doppler free
setup (blue) [saturation absorption spectroscopy (section 1.3)] and bulk vapor cell
(red) to compare the natural linewidth   with the Doppler broadened spectrum.
The probe frequency is scanned across the 5P1/2,F = 3 ! 5P1/2,F0 = 2, 3 transi-
tion of 85Rb.
1.3 Rubidium
The choice of Rb in our experiments stems from a variety of reasons. Rb is quite
readily available and there is extensive literature explaining in great detail, the
energy level system and transition strengths for Rb in the vapor form. Secondly,
the technology to handle an extremely reactive element like Rb is also quite well
established. Rb is the most common element used in cold-atom experiments and
hence, highly stable CW lasers are easily available near its ground state transitions
(780 nm and 795 nm). Rb can also form a dense vapor (atomic density > 1018
atoms/m3) at modest temperatures which can yield a large value of   for warm
vapors (i.e. T < 80 C).
Rb is an alkali element, and lies below Potassium in the periodic table. Com-
mercially, Rb is most commonly available as an isotopic mixture of 85Rb and 87Rb
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in the ratio of 7:3. Its ground state is split into two hyperfine sub-levels labeled as
5S1/2, F = 3 and 5S1/2, F = 2, which have an energy separation of 3.035 GHz. The
ground state is connected to its first excited state at 5P1/2, F’ = 2,3 and 5P3/2,
F’ = 1,2,3,4 with transition wavelengths at 795 nm (D1) and 780 nm (D2) respec-
tively [58]. These two transitions are used in almost all experiments described
in this thesis. An electron in the excited state i.e. 5P1/2 or 5P3/2, decays at a
rate ⇠ 38⇥ 106 s 1, which corresponds to a natural line width of   ⇠ 6 MHz for
each transition. In principle, a probe beam propagating through a warm Rb vapor
experiences absorption close to the transition wavelength of the atoms. However,
if we scan the frequency of the laser across an individual transition, the overall
absorption linewidth is much broader than the natural linewidth of the transition.
This broadening of transition linewidths can be explained by considering the mo-
tion of atoms in a warm atomic ensemble. Atoms moving with a given velocity
‘v’, experience a Doppler shift in frequency of the incoming photon, due to which
di↵erent species of atoms in the warm ensemble have a velocity dependent transi-
tion frequency. For a warm vapor, the atoms have a velocity distribution given by










2vd is the width of the velocity distribution. Individual atomic transitions
hence appear broadened due to the Gaussian distribution of the transition frequen-
cies for atoms with di↵erent velocities. This is illustrated in Fig. 1.3, where we
plot the transmission of a probe beam through a Doppler free saturation absorption
spectroscopy setup (blue) [59] and through an isotopically pure bulk 85Rb vapor cell
(red). The laser beam is scanned across the 5S1/2,F = 3! 5P1/2,F0 = 2, 3 transi-
tion of 85Rb. The Doppler free spectrum reveals the natural linewdith ( ) of the
transition, which is obtained from a counter propagating pump-probe scheme and
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is significantly narrower than the Doppler broadened spectrum of a probe in the
absence of a pump beam. The pump beam saturates the absorption by transferring
population to the excited state, to point that there can be no further excitation
at the pump frequency. This spectral region of saturated absorption overlaps with
the counter propagating probe beam only for atoms with close to zero velocity.
The probe beam experiences no absorption in this narrow transparency window
(also coinciding with the natural width of the transition) created by the satura-
tion e↵ect. In practice, the probe is always maintained optimally detuned o↵ the
Doppler broadened transition, such that a balance is achieved between resonant
enhancement of nonlinearity and linear absorption [60].
1.4 Hollow-core PBGF
The idea of a guiding light in a hollow-core PBGF was introduced in the early
1990’s, with the first demonstration of single mode guiding in a silica-air hole PBGF
[2]. This has opened up an altogether new dimension in engineering systems with
large nonlinearities by introducing, molecules [61–65], atoms at room temperature
[3,41,47,66,67], and cold atoms [68,69] in the air-core of PBGF’s. As compared to
regular solid-core fibers which guide light by the principle of total internal reflection
[Fig. 1.4(b)], the guiding of light in a PBGF is through Bragg di↵raction which had
been proposed in the mid 1970’s [70]. When light propagates in a periodic medium
like a photonic crystal structure, the transmission properties of light are analogous
to that of an electron in a periodic potential well. Light propagates through the
periodic lattice at certain allowed wavelengths and is reflected back at a series of
forbidden wavelengths (photonic band-gap), both of which are determined by the
material refractive indices and periodicity of the lattice. If a defect is introduced
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Single-Mode Photonic Band Gap
Guidance of Light in Air
R. F. Cregan,1 B. J. Mangan,1 J. C. Knight,1 T. A. Birks,1
P. St. J. Russell,1* P. J. Roberts,2 D. C. Allan3
The confinement of light within a hollow core (a large air hole) in a silica-air
photonic crystal fiber is demonstrated. Only certain wavelength bands are
confined and guided down the fiber, each band corresponding to the presence
of a full two-dimensional band gap in the photonic crystal cladding. Single-
mode vacuum waveguides have a multitude of potential applications from
ultrahigh-power transmission to the guiding of cold atoms.
To be guided along an optical fiber, light
must be confined to a central core by reflec-
tion from the cladding that surrounds it. All
conventional optical fibers guide light by to-
tal internal reflection (TIR), which requires
that the core have a higher refractive index
than the cladding (1). TIR is perfect in that it
causes no loss other than the intrinsic absorp-
tive and scattering losses of the materials
themselves. Even these losses (and other ma-
terial deficiencies) could be largely avoided if
the light filled a hollow core. However, this is
not possible with TIR, because no solid clad-
ding material exists with a refractive index
lower than that of air. Existing hollow fibers
(2) use external reflection and are thus inher-
ently leaky; furthermore, they invariably sup-
port many different transverse modes; that is,
they are highly multimode.
We have developed a fiber in which light
can be strictly guided, without leakage, in a
hollow core. Light in certain well-defined
wavelength bands is trapped in the air by a
full two-dimensional photonic band gap
(PBG) of the cladding instead of by TIR (3,
4), and it can be guided in a single mode.
Here we describe the fabrication and charac-
terization of the fiber and the spatial and
spectral properties of the guided modes and
compare the results to theoretical models.
The requisite numerical computations for
designing a hollow PBG fiber are slow and
laborious, and no inverse computational meth-
ods exist. The intrinsic need for a two-dimen-
sional (2D) PBG requires that the fiber cladding
contain a near-perfect periodic array of air holes
(the photonic crystal) with a high air-filling
fraction and a small pitch (the distance between
adjacent holes in the lattice). Our early photonic
crystal fibers (PCFs) had solid cores and guided
light by TIR (5, 6). More recently we demon-
strated PBG guidance in a silica PCF with a
honeycomb array of air holes (7); however, the
light was evanescent in the air, so the observed
guided mode was concentrated in the silica
surrounding the extra air hole at the core. This
appears to be a fundamental limitation of the
honeycomb design.
The wave vector component along the
waveguide, known as the propagation constant
!, determines whether light propagates or is
evanescent in any part of the guide. If ! " kn,
the light propagates at an angle # to the axis in
a material of index n, where ! $ kn cos # and
k is the vacuum wave constant. If ! % kn, # is
imaginary and the light is evanescent. A 1D
planar waveguide geometry (Fig. 1) illustrates
the different ways in which light can be strictly
confined in dielectric waveguides. Convention-
al TIR, in which the index n1 of the core is
greater than index n2 of the cladding, ensures
the existence of a range of ! where light is
propagating in the core while being evanescent
in the cladding (Fig. 1A).
In contrast, light can be confined between
two multilayer dielectric stacks in a core of
arbitrary refractive index (4), if the stacks
have a PBG for a range of ! at a given optical
frequency. We identified two regimes of
PBG guidance. In the first (Fig. 1B), light
propagates (! " kn1) in the layers of high
index n1 but is evanescent (! % kn2) in the
layers of low index n2. The high-index layers
act as individual TIR waveguides, supporting
bound modes at specific values of ! $ !m.
Resonant tunneling between adjacent high-
index layers permits the leakage of light
through them, provided ! lies within the pass
bands that open up around each !m. The
widths of the pass bands depend on the
strength of coupling between the layers. Be-
tween the pass bands lie band gaps; if a
high-index core layer with a different (maybe
smaller) width supports a mode with ! inside
a band gap, it is not resonant with the other
layers and light leakage by tunneling is frus-
trated. The mode is thus strictly guided by the
frustrated tunneling form of PBG. In the sec-
ond regime of PBG guidance (Fig. 1C), light
can propagate in all layers (! " kn2). Band
gaps occur at the Bragg condition as a result
of multiple scattering and interference, lead-
ing to the Bragg form of PBG guidance.
In both forms of PBG guidance the refrac-
tive index of the core can be chosen much more
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Fig. 1. The different guiding mechanisms. (A) Conven-
tional total internal reflection (TIR); this occurs when
the wave vector component ! in the direction of
propagation lies in the range kn2 " ! " kn1. (B) PBG
guidance when the light is evanescent in the air
regions; this can only occur when ! lies in the same
range as in (A); the process is one of frustrated
tunneling, that is, the cladding resonators are out of
resonance with the core waveguide and hence tun-
neling is prevented. (C) PBG guidance when the light
is propagating in all subregions of the fiber; this can
only occur when ! lies in the range ! " kn2, the
underlying mechanism being a Bragg PBG.
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The confinement of light within a hollow core (a large air hole) in a silica-air
photonic crystal fiber is demonstrated. Only certain wavelength bands are
confined and guided down the fiber, each band corresponding to the pres nce
of a full two-dimensional band gap in the photonic crystal cladding. Single-
mode vacuum waveguides have a multitude of potential applications from
ultrahigh-power transmission to the guiding of cold atoms.
To be guided along an optical fiber, light
must be confined to a central core by reflec-
tion from the cladding that surrounds it. All
conventional optical fibers guide light by to-
tal internal reflection (TIR), which requires
that the core have a higher refractive index
than the cladding (1). TIR is perfect in that it
causes no loss other than the intrinsic absorp-
tive and scattering losses of the materials
themselves. Even these losses (and other ma-
terial deficiencies) could be largely avoided if
the light filled a hollow core. However, this is
not possible with TIR, because no solid clad-
ding material exists with a refractive index
lower than that of air. Existing hollow fibers
(2) use external reflection and are thus inher-
ently leaky; furthermore, they invariably sup-
port many different transverse modes; that is,
they are highly multimode.
We have developed a fiber in which light
can be strictly guided, without leakage, in a
hollow core. Light in certain well-defined
wavelength bands is trapped in the air by a
full two-dimensional photonic band gap
(PBG) of the cladding instead of by TIR (3,
4), and it can be guided in a single mode.
Here we describe the fabrication and charac-
terization of the fiber and the spatial and
spectral properties of the guided modes and
compare the results to theoretical models.
The requisite numerical computations for
designing a hollow PBG fiber are slow and
laborious, and no inverse computational meth-
ods exist. The intrinsic need for a two-dimen-
sional (2D) PBG requires that the fiber cladding
contain a near-perfect periodic array of air holes
(the photonic crystal) with a high air-filling
fraction and a small pitch (the distance between
adjacent holes in the lattice). Our early photonic
crystal fibers (PCFs) had solid cores and guided
light by TIR (5, 6). More recently we demon-
strated PBG guidance in a silica PCF with a
honeycomb array of air holes (7); however, the
light was evanescent in the air, so the observed
guided mode was concentrated in the silica
surrounding the extra air hole at the core. This
appears to be a fundamental limitation of the
honeycomb design.
The wave vector component along the
waveguide, known as the propagation cons ant
!, determines whether light propagates or is
evanescent in any part of the guide. If ! " kn,
the light propagates at an angl # to the axis in
a material of index n, where ! $ kn cos # and
k is the vacuum wave constant. If ! % kn, # is
imaginary and the light is evanescent. A 1D
planar waveguide geometry (Fig. 1) illustrates
the different ways in which light can be strictly
confined in dielectric waveguides. Convention-
al TIR, in which the index n1 of the core is
greater than index n2 of the cladding, ensures
the existence of a range of ! where light is
propagating in the core while being evanescent
in the cladding (Fig. 1A).
In contrast, light can be confined between
two multilayer dielectric stacks in a core of
arbitrary refractive index (4), if the stacks
have a PBG for a range of ! at a given optical
frequency. We identified two regimes of
PBG guidance. In the first (Fig. 1B), light
propagates (! " kn1) in the layers of high
ind x n1 but is evanescent (! % kn2) in the
layers of low index n2. The high-index layers
act as individual TIR waveguides, supporting
bound modes at specific values of ! $ !m.
Resonant tunneling between adjacent high-
index layers permits the leakage of light
through them, provided ! lies within the pass
bands that open up around each !m. The
widths of the pass bands depend on the
strength of coupling between the layers. Be-
tween the pass bands lie band gaps; if a
high-index core layer with a different (maybe
smaller) width supports a mode wit ! inside
a band gap, it is not reso ant with the other
layers and light leak ge by tunneling is frus-
trat d. The mode is thus strictly guided by the
frustrated tunneli g form of PBG. In the sec-
ond regime of PBG guidance (Fig. 1C), light
can propagate in all layers (! " kn2). Band
gaps occur at the Bragg condition as a result
of multiple scattering and interference, lead-
ing to the Bragg form of PBG guidance.
In both forms of PBG guidance the refrac-
tive index of the core can be chosen much more
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Fig. 1. The different guiding mechanisms. (A) Conven-
tional total int rnal refl ction (TIR); this occurs when
the wave vector component ! in the direction of
propagation lies in the range kn2 " ! " kn1. (B) PBG
guidance when the light is evanescent in the air
regions; this can only occur when ! lies in the same
range as in (A); the pr cess is e of frustrated
tunneling, that is, the cladding resonators are out of
resonance with the core waveguide and hence tun-
neling is prevented. (C) PBG guidance when the light
is propagating in all subregions of the fiber; this can
only occur when ! lies in the range ! " kn2, the
underlying mechanism being a Bragg PBG.
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chopper rotating at 25 Hz. Thus P1 is present for only half
the time as P2, which allows us to monitor the two-
photon absorption (TPA) of the signal beam in the
presence and absence of the BS-FWM process. The cor-
responding waveforms are shown in the inset of Fig. 2. It
can be seen that the idler is generated only when both
pump waves and the signal beam are present. At the out-
put port, the output beams are split using a 45∶55 beam
splitter. Separate photodiodes measure the signal at
776 nm (New Focus 2153) and the generated idler at
762 nm (New Focus 2151). The pump P1, signal, and idler
beams are separated using appropriate filters and re-
corded for a period of 10 s.
The pump frequencies are detuned sufficiently from
the resonance frequency of 85Rb to avoid linear absorp-
tion yet still maintain a large nonlinear response. The
detunings of pumps P1 and P2 are measured with respect
to the Doppler broadened resonances, F ! 3 → F 0 ! 3
on the D1 line and F ! 3 → F 0 ! 2 on the D2 lines, re-
spectively. The signal beam at 776 nm is detuned from
the 5P3∕2, "F ! 2# → 5D3∕2, "F 0 ! 1# transition. In the ab-
sence of pump P1, the signal beam at 776 nm is absorbed
by TPA at the D2 line. Only when both the pump and the
signal beams are present is the idler waveform generated.
In this configuration, the depletion of the signal is due
primarily to efficient frequency conversion. Figure 3
shows the efficiency with which the signal is converted
to the idler as a function of pump P2 detuning, and it is
observed that an optimal detuning (Δ1 ! 1.5 GHz) exists
for which the generated idler reaches a maximum con-
version of 21%. The strong correlation between the signal
depletion and idler generation in Fig. 3 indicates that TPA
of the signal is weaker in comparison to BS-FWM. This is
confirmed in Fig. 4, where the TPA experienced by the
signal beam is plotted as a function of the detuning of
pump P2. For the configuration with pump P1 absent,
the depletion of the signal corresponds to TPA on the
D2 line. For the case in which both P1 and P2 are present,
TPA on the D2 line is inferred by subtracting the percent-
age idler generation from the signal depletion. It is clearly
seen that TPA in the presence of both P1 and P2 is sup-
pressed in favor of BS-FWM and similar suppression of
nonlinear absorption in the presence of a parametric
process has been observed previously [18,19]. The dom-
inant behavior of BS-FWM with respect to TPA is due to
the choice of detunings Δ1, Δ2, and Δ3.
To estimate the third-order susceptibilities χ"3#, we
solve the density matrix equations [19,20] by considering
only the resonant contributions. The primary nonlinear
processes are FWM generation of the idler, TPA of the
Fig. 2. Pump beams P1 and P2 and the signal are coupled into the PBGF in addition to the milliwatt-level vapor-generating beam at
805 nm. Both P1 and P2 are modulated using an AOM, set to a sawtooth waveform at 50 Hz. P1 is also modulated by a chopper at
25 Hz. As seen in the inset, the idler is generated only in the presence of both pump beams and the signal. The generated idler along






































Fig. 3. Conversion efficiency of the generated idler (red
squares) and the extinction percentage of the signal beam (blue
triangles) plotted as functions of the detuning of pump field P2.
Data were obtained with the power of pump waves P1 and P2
given by 300 and 310 μW, respectively.
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The confinement of light within a hollow core (a large air hole) in silica-air
photonic crystal fiber is demonstrated. Only certain wavelength bands are
confined and guided down the fiber, each band corresponding to the presence
of a full two-dimensional band gap in the photonic crystal cladding. Single-
mode vacuum waveguides have a multitude of potential applications from
ultrahigh-power transmission to the guiding of cold toms.
To b guided along an optical f be , light
must be confined to a central core by reflec-
tion from the cladding that surrounds it. All
conventional optical fibers guide light by to-
tal internal reflection (TIR), which requires
that the core have a higher refractive index
than the cladding (1). TIR is perfect in that it
causes no loss other than the intri sic absorp-
tive and scattering losses of the materials
themselves. Even these losses (and other ma-
terial deficiencies) could be largely avoided if
the light filled a hollow core. However, this is
not possible with TIR, because no solid clad-
ding material xists with a refractive index
lower than that of air. Existing hollow fibers
(2) use external reflection and are h s inh r-
ently leaky; furthermore, they invariably sup-
port many different transvers modes; that is,
they are highly multimode.
We have developed a fiber in hich light
can be strictly guided, without leakage, in a
hollow core. Light in certain well-defined
wavel ngth ban s is trapped in the air by a
full two-dimensional photonic band gap
(PBG) of the cladding instead of by TIR (3,
4), and it can be guided in a single mode.
Here we describe the fabrication and charac-
terization of the fiber and the spatial a d
spectral properti of the guided mo es and
compare the result to theoretical models.
The requisite numerical c mputations for
designing a hollow PBG fiber are slow and
laborious, and no inverse computational meth-
ods exist. The intrinsic need for a two-dimen-
sional (2D) PBG requires that the fiber cladding
conta n a near-pe fect periodic rray of air hol s
(the p otonic crystal) with a high air-fillin
fraction and a small pitch (the distance between
adjacent holes in the lattice). Our early photoni
crystal fibers (PCFs) had solid cores and guided
light by TIR (5, 6). More recently we demon-
strated PBG guidanc in a sil ca PCF wit a
honeyco b array of air holes (7); however, the
light was evanescent in th air, so th observed
guided mode was concent ated in the silica
surroundin the extra air hole at the core. This
appears to be a fundamental limitation of the
honeycomb design.
The wave vector component along the
waveguide, known as the pro agation constant
!, determines whether light propagates or is
evanescent in any part of the guide. If ! " kn,
the light propagates at an angle # to the axis in
a material of index n, where ! $ kn cos # and
k is the vacuum wave constant. If ! % kn, # is
imagi ary and the light s evanescent. A 1D
planar waveguide geometry (Fig. 1) illustrates
the iffer nt ways in which light can be strictly
confined in ielectric wav guides. Convention-
al TIR, in which t e index n1 of the core is
greater than index n2 of the cladding, ensures
the existence of a range of ! where light is
propagating in the core while being evanescent
in the cladding (Fig. 1A).
In contrast, light can be confined between
two multilayer dielectric stacks in a core of
arbitrary refractive index (4), if the stacks
have a PBG for a range of ! at a given optical
frequency. We identified two regimes of
PBG guidance. In the first (Fig. 1B), light
propagates (! " kn1) in the layers of high
index n1 but is evanescent (! % kn2) in the
layers of low index n2. The high-index layers
act as individual TIR waveguides, supporting
bound modes at specific values of ! $ !m.
Resonant tunneling between adjacent high-
index layers permits the leakage of light
through them, provided ! lies within the pass
bands that open up around each !m. The
widths of the pass bands depend on the
strength of coupling between the layers. Be-
tween the p ss bands lie band gaps; if a
high-index core layer with a different (maybe
smaller) width supports a mode with ! inside
a band gap, it is not resonant with the other
layers and light leakage by tunneling is frus-
trated. The mod is thus strictly guided by the
frustrated tunneling form of PBG. In the sec-
ond regime of PBG guidance (Fig. 1C), light
can propagate in all layers (! " kn2). Band
gaps occur at the Bragg condition as a result
of multiple scattering and interference, lead-
ing t the Br gg form of PBG guidance.
In both forms of PBG gu dance the refrac-
tive index of the core can be chosen much more
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Fig. 1. The different guiding mechanisms. (A) Conven-
ional total nternal reflection (TIR); this occurs when
the wave vector component ! in the direction of
propagation lies in the range kn2 " ! " kn1. (B) PBG
guidance when the light is evanescent in the air
regions; this can only occur when ! lies in the same
range as in (A); the process is one of frustrated
tunneling, that is, he cladding resonators are out of
re nance with the core waveguide and hence tun-
neling is prevented. (C) PBG guidance when the light
is propagating in all subregions of the fiber; this can
only occur when ! lies in the range ! " kn2, the
underlying mechanism being a Bragg PBG.
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Figure 1.4: (a) ross section of the 6 µm core diameter PBGF used in our experi-
m nts (NKT Photonics AIR 6-800) [1]. The arrows indicates the fiber core where
the Rb vapor is present. (b) Guiding of light in a regular solid core fiber by the
principle of total internal reflection. (c) Guiding of light in an air-core PBGF, by
the principle of Bragg reflection [2].
in the periodic structure, the transmission of light in the defect mode have allowed
solutions in the band-gap of the surrounding periodic photonic crystal. This means
that, any light originating or coupled into the ‘transmission allowed wavelengths’ of
the defect state will experience reflection from the surrounding periodic structure,
and will be confined to the defect region. As seen in Fig. 1.4(a), the air hole in the
centre of the periodic lattice acts like a defect state, and hence light coupled into
the air hole is guided by the principle of Bragg-reflection from the surrounding
periodic lattice structure. The guiding of light confined to the air-core is shown in
Fig. 1.4(c). In our experiments, we use a hollow core PBGF, from NKT photonics
(AIR 6-800) [1] with a 6 µm core diameter. The fiber has a photonic band gap
(PBG) in the wavelength range of 740 nm - 800 nm [See Fig. 1.5]. This wavelength
range for the PBG, enables guiding of light (in the core) at the 85Rb ground state
11
We also examine the wavelength dependence of the vapor
generation beam within the bandgap of the fiber. Figure 5
shows the generated OD as a function of the wavelength of
the vapor generation beam (blue points). The green arrows
in the figure indicate the D1 and D2 transitions of Rb. The
OD at each wavelength is measured for 30 mW of power trans-
mitted through the fiber. We also plot the transmission data for
the PBGF (red curve) [27]. It is observed that the OD gener-
ated from 800 to 805 nm is 3× that generated at wavelengths
within the band edge. We find that OD generation decreases as
the wavelength of the vapor generation beam is tuned further
away from the photonic bandgap. We believe this is due to the
increase in the guiding loss, which reduces the power of
the vapor generation beam as it propagates along the fiber.
Thus, ODs are generated most efficiently when the vapor gen-
eration beam wavelength is chosen to be at the band edge of the
PBGF. This is as expected, since the optical mode would be-
come more delocalized at the edge of the bandgap and more of
the light from the vapor generation beam will be on the core
walls. The Ti:sapphire laser used for the experiment is tunable
only to 772 nm, so we could not acquire data below this wave-
length further into the bandgap. Typically for our experiments
that explore nonlinear interactions with Rb vapor, we choose a
vapor generation beam wavelength of 805 nm, since it is far
away from both the Rb D1 and D2 lines and hence would
not lead to any resonant interaction with Rb vapor or cause
significant AC stark shifting of its hyperfine levels at high inten-
sities [22]. Additionally, it is easy to separate a probe tuned to
any Rb transition from the vapor generation beam using a
spectral filter.
As a final test of the origin of the Rb vapor in the core, we
performed the experiment using a mode-locked Ti:sapphire la-
ser. The pulsed source was used to study the impact of the aver-
age versus peak power on the vapor generation process. A 100 fs
pulse with a repetition rate of 80 MHz and average power of
100 mW (40 KW peak power) was used to generate the vapor.
Figure 6 plots the OD generated using a pulsed source as a
function of elapsed time. It is observed that a stable OD !
20" 3 is generated for over 100 min at an average power
of 22 mW transmitted through the fiber. It can be inferred that
the ODs generated using a pulsed source are comparable to
those using a CW beam at similar average powers, as shown
in Fig. 4. This indicates that the density of the Rb atoms inside
the core of the PBGF depends on the average and not the peak
power of the vapor generation beam.
Based on our observations, we propose a model that explains
the dynamics of Rb atoms inside the fiber core. It has been
suggested that the OD inside the core is generated by a fast
mechanism and a slow mechanism [9]. The ODs generated















Fig. 3. OD generated due to CW vapor generation is plotted as a
function of elapsed time. It is observed that high ODs ∼ 200 are gen-
erated for a few minutes and thereafter, the OD stabilizes to 50" 5 for
over 100 min of operation. The measurement is performed for 35 mW
















Fig. 4. Generated OD plotted as a function of the power of the
vapor generation beam transmitted through the PBGF. It is observed
that at lower powers, the OD increases slowly. However, beyond a






















Fig. 5. OD generated due to the vapor generation beam is plotted
as a function of its wavelength (blue points). The curve in red shows
the transmission data of the fiber and defines its bandgap [27]. The
green arrows indicate the D1 and D2 transitions of Rb. It is observed
that the ODs generated at wavelengths within the bandgap are lower
than at wavelengths close to the edge and slightly beyond. As we move














Fig. 6. OD generated due to pulsed high peak power beam is plot-
ted as a function of elapsed time. It is observed that a stable OD !
20" 3 is generated for over 90 min of operation. The average power
through the core is 22 mW, while the peak power is 40 KW.









































































































































We also examine the wavelength dependence of the vapor
generation beam within the bandgap of the fiber. Figure 5
shows the generated OD as a function of the wavelength of
the vapor generation beam (blue points). The green arrows
in the figure indicate the D1 and D2 transitions of Rb. The
OD at each wavelength is measured for 30 mW of power trans-
mitted through the fiber. We also plot the transmission data for
the PBGF (red curve) [27]. It is observed that the OD gener-
ated from 800 to 805 nm is 3× that generated at wavelengths
within the band edge. We find that OD generation decreases as
the wavelength of the vapor generation beam is tuned further
away from the photonic bandgap. We believe this is due to the
increase in the guiding loss, which reduces the power of
the vapor generation beam as it propagates along the fiber.
Thus, ODs are generated most efficiently when the vapor gen-
eration beam wavelength is chosen to be at the band edge of the
PBGF. This is as expected, since the optical mode would be-
come more delocalized at the edge of the bandgap and more of
the light from the vapor generation beam will be on the core
walls. The Ti:sapphire laser used for the experiment is tunable
only to 772 nm, so we could not acquire data below this wave-
length further into the bandgap. Typically for our experiments
that explore nonlinear interactions with Rb vapor, we choose a
vapor generation beam wavelength of 805 nm, since it is far
away from both the Rb D1 and D2 lines and hence would
not lead to any resonant interaction with Rb vapor or cause
significant AC stark shifting of its hyperfine levels at high inten-
sities [22]. Additionally, it is easy to separate a probe tuned to
any Rb transition from the vapor generation beam using a
spectral filter.
As a final test of the origin of the Rb vapor in the core, we
performed the experiment using a mode-locked Ti:sapphire la-
ser. The pulsed source was used to study the impact of the aver-
age versus peak power on the vapor generation process. A 100 fs
pulse with a repetition rate of 80 MHz and average power of
100 mW (40 KW peak power) was used to generate the vapor.
Figure 6 plots the OD generated using a pulsed source as a
function of elapsed time. It is observed that a stable OD !
20" 3 is generated for over 100 min at an average power
of 22 mW transmitted through the fiber. It can be inferred that
t e ODs generated using a pulsed source are comparable to
those using a CW bea at similar average powers, s shown
in Fig. 4. This indic tes that the density of the Rb atoms inside
the core of the PBGF depends on the average a not the peak
power of the vapor g neration beam.
Based on o r observations, we propose a model that explains
the ynamics of Rb atoms inside the fiber core. It has been
suggested that the OD inside the core is generated by a fast
mechanism and a slow mechanism [9]. The ODs generated















Fig. 3. OD generated due to CW vapor generation is plotted as a
function of elapsed time. It is observed that high ODs ∼ 200 are gen-
erated for a few minutes and thereafter, the OD stabilizes to 50" 5 for
over 100 min of operation. The measurement is performed for 35 mW
















Fig. 4. Generated OD plotted as a function of the power of the
vapor generation beam transmitted through the PBGF. It is observed
that at lower powers, the OD increases slowly. However, beyond a






















Fig. 5. OD generated due to the vapor generation beam is plotted
as a function of its wavelength (blue points). The curve in red shows
the transmission data of the fiber and defines its bandgap [27]. The
green arrows indicate the D1 and D2 transitions of Rb. It is observed
that the ODs generated at wavelengths within the bandgap are lower
than at wavelengths close to the edge and slightly beyond. As we move














Fig. 6. OD generated due to pulsed high peak power beam is plot-
ted as a function of elapsed time. It is observed that a stable OD !
20" 3 is generated for over 90 min of operation. The average power
through the core is 22 mW, while the peak power is 40 KW.












Figure 1.5: Transmission curve of the hollow-core photonic crystal fiber (NKT
Photonics AIR 6-800) used in th Rb-PBGF system. Arrows in gr en indicate
high transmission of the PBGF at the D1 and D2 lines of Rb [1].
transitions of D1 (795 nm) and D2 (780 nm), as well as the excited states transitions
at 776 nm nd 762 nm, at have been widely used in our present work. M rginal
guiding losses for the PBGF over a length scale of a few meters, and a fundamental
mode area ⇠ 20 µm2, make it an excellent choice to achieve resonantly enhanced
large Kerr nonlinearity by introducing the Rb vapor in the core.
1.5 Air-clad Si3N4 waveguides
To date, tr ditional systems employing Rb as a source for achieving large non-
linearities (warm ensembles and cold atoms) have been quite large in size, and
engineering on-chip waveguide modes evanescently coupling to Rb vapor would
significantly reduc the foot-pri t of the setup. Building a Rb on-chip source with
a large nonlinearity would demand the evanescent optical mode to be tightly con-
fined in a narrow cross-section, which would enhance the L/A ratio [refer equation
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dimensions we find the structure supports the modes shown in Fig. 6.  The confinement factor is 
calculated to be 0.035 and 0.0566 for the TE and TM like modes respectively.  The new 
simulated structure shows improvement (12% for TE and 5% for TM) over the waveguides 
previously used for experiments described in section 1 (see Fig. 1).   
  
The lack of a substrate for suspended structures has two main advantages over supported 
structures: 1) extra area for the Rb vapor to interact with the optical mode; and 2) the waveguide 
is symmetrically clad so the mode is not preferably sucked into the oxide substrate.  Therefore, 
there is an even larger portion of the mode interacting with the surrounding vapor.  Also, since 
the waveguides are symmetric, a mode is still supported no matter how small the waveguide core 
is made.  The smaller waveguide dimensions can yield very high confinement factors in the 
region of interest outside of the waveguide.  As shown in Fig. 7, for a waveguide with cross-
section dimensions of 200 × 500 nm, we are able to achieve confinement factors of 0.0869 and 
0.471 for quasi-TE and quasi-TM modes respectively. The improvement is 3× for the TE mode 
and more than 10× for the TM mode compared to the supported structures. 
 
Fig.6. Simulations for the supported silicon nitride structures.  The waveguides measure 200 nm thick by 600 
nm wide with a 10° sidewall angle, and the silicon-dioxide substrate is etched to 250 nm below the 
waveguide.  The 50-nm boundary is an imaginary line included in the simulation for calculation of the 
confinement of the mode in the air beyond this point. (a) Shows the quasi-TE mode for this structure the 
effective index is 1.5933 with a confinement factor of 0.035.  (b) Shows the quasi-TM mode for the same 
structure. The effective index is 1.4728, and the confinement factor is 0.0566. 
 
Figure 1.6: Viewgraph showing the simulated cross-sectional of an ai -clad Si3N4
waveguide used in the Rb-chip system. COMSOL simulation for the TM mode
reveals an ev n scent mode exte ding from the w veguide su face, with around
6% of the total guided field in the evanescent region.
1.2]. Secondly, it is extremely challenging to build a high finesse cavity around Rb
vapor at moderate temperatures due to the corrosive nature of the alkali, which
reacts violently with the reflective coating of cavity mirrors and makes it extremely
di cult to attain a strong coupling between the vapor and the cavity. Evanescent
coupling of Rb vapor to high-Q air-clad Si3N4 microresonators could prove to be a
game changer in the field of cavity quantum electrodynamics (QED) and could also
potentially replace the bulkier systems implemented using cold atomic ensembles.
Si3N4 is one of the most promising platforms for quantum and nonlinear pho-
tonics. Recent advances in fabrication technology for CMOS compatible Si3N4
devices, have made it possible to obtain large quality factors (Q value) ⇠ 37 Mil-
lion for on chip Si3N4 based microresonators [71]. As seen in Fig. 1.6, engineering
the waveguide dimensions appropriately for an air-clad device (details in chapter
5), makes it possible to have a significant fraction of the guided mode outside the
waveguide (evanescent field), and previous demonstrations have shown evidence of
interaction between Rb and the evanescent mode of a Si3N4 waveguide [5, 72, 73].
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Recently, weak atom-cavity coupling has also been reported using a Si3N4 mi-
croresonator and warm Rb vapor [74,75], where the coupling e ciency was largely
limited due to the low Q values of the reported devices.
The waveguides and microresonators used in this work are 200 nm tall and 600
nm wide, with the microresonators designed for a cavity mode spacing of 200 GHz
and have a measured Q ⇠ 100,000. About 6% of the TM waveguide mode exists
as an evanescent field in narrow cross-section, 50 nm away from the surface of the
waveguide (see Fig. 1.6). We select a region of interaction slightly o↵ the waveguide
surface, to avoid dephasing of the Rb atoms. Interaction of the tightly confined
mode with Rb and the high Q values of the microresonator, can greatly enhance
the e↵ective Kerr nonlinearity. The waveguides also have a high transmission for
wavelengths around the D1 and D2 lines of Rb. All devices discussed in this thesis
are coated with a thin layer of aluminum oxide (Al2O3) for preventing corrosive
reaction between Si3N4 and Rb at elevated temperatures. In the next section we
describe the experimental implementation of Rb-PBGF and the Rb-chip system.
1.6 Vacuum chamber design for the Rb-PBGF and Rb-
chip system
Rb being a highly reactive element, requires ultra-high vacuum (UHV) to be re-
leased and maintained in the vapor form. The UHV minimizes the interaction of
Rb with impurities like water molecules and oxygen which helps in the build up of
high vapor densities in a relatively short time frame. It also prevents an undesir-
able chemical reaction of Rb with any impurity on the surface of the PBGF/chip,
which could cause a permanent damage to their guiding properties. A detailed de-
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scription of the chamber building procedure and evolution of chamber design used
in Rb-PBGF experiments have been elucidated in previous works [76, 77]. The
method for building and maintaining a chamber for the Rb-PBGF or a Rb-chip
system is exactly the same, except for di↵erences in chamber design. The chamber
for the Rb-PBGF system used in the present body of work (see Fig. 1.7) is built
on the same lines as the ones that have been previously used in demonstrations
























































Figure 1.7: A 9-cm long hollow core PBGF with guiding wavelengths in the range
of 740 - 800 nm, is mounted on a metallic holder. A Rb ampoule is inserted
in a flexible hose attached to the chamber which can be cracked open when the
requisite UHV is attained. Light is coupled in and out of the PBGF via sapphire
viewports attached on both sides of the chamber. Once the ampoule is cracked, the
Rb atoms are released and they di↵use into the core of the PBGF forming metal
nanoclusters. A CW vapor generating beam is required to thermally vaporize the
clusters and attain the high OD’s required for a large  .
9-cm long PBGF and mount it on a metal holder (length = 8.5 cm). The holder
is designed to be only slightly shorter than the PBGF, for minimizing the length
of fiber floating outside the holder, which considerably reduces the e↵ect of me-
chanical vibrations on the coupling. The fibers are glued on to the holder using a
vacuum adhesive. We attach sapphire viewports on either sides of the chamber to
couple light in and out of the PBGF, as sapphire is resistant to Rb at high temper-
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atures. A Rb ampoule is inserted in a small flexible hose attached to the chamber,
which allows the ampoule to be cracked open when then the requisite UHV has
been attained. In contrast to the fixed chamber design for the Rb-PBGF system,
the chamber used for the Rb-chip system allows for 3D rotation and z-translation
[see Fig. 1.8], to primarily over-come the unavailability of UHV components that
can guarantee a chamber length of 1.5 mm. This is because, the width of the chips
available from fabrication is about 1 mm. To reduce the length of free space be-
tween the viewports and the chip, a very narrow chamber is required. This narrow
chamber design makes it convenient to distinguish between the e↵ect of Rb on the
probe beam coupled into the waveguide, versus when it travels in the free space
between the chip and both the viewports. We utilize custom-made viewports, with
the sapphire windows protruding from a standard conflat (CF) flange such that
they form a narrow space of 1.5 mm between them when attached together [see
Fig 1.8]. The overall thickness of the CF flange is about 2.5 cm and hence we
use high NA long working distance (3-cm) multi-element objectives for coupling
light into an inverse-taper with an optical mode 3-µm in diameter. As we have
no-precise control over the orientation of chips when they are glued on the copper
rod and the precise angle of the chamber when it is mounted, any tiny deviations
from the horizontal plane could lead to a large beam displacement at a distance
of 3 cm away from the taper for such a confined optical mode. This would risk
clipping the beam (beyond the range of optimization via beam walking) and would
prevent e cient coupling into the waveguide mode. The 3D rotation allows for a
precise horizontal alignment and the z-translation makes it convenient to couple
in the waveguide without having to horizontally translate the beam. The rotation
and translational degrees of freedom are facilitated by connecting the chamber to











Figure 1.8: Air-clad Si3N4 waveguides and microresonators mounted on a copper
rod are placed between a thin spacing measuring 1.5 mm between two sapphire
viewports. In addition there is a viewport on top of the chamber to image the
chip. A Rb ampoule is inserted in a flexible hose attached to the chamber. The
copper rod holding the chips is thermally insulated from the chamber, and hence
the temperature of the waveguides can be controlled independent of the cham-
ber temperature. The entire chamber is mounted on a 3D rotation assembly to
orient the chips in the horizontal plane. In addition, the chamber can also be
translated horizontally, which helps in coupling light into the waveguides, without
beam steering.
mounted on a copper rod using vacuum glue in the 1.5 mm long space between the
sapphire viewports. We also attach a viewport at the top of the chamber to image
the chips. The copper rod is mounted on an insulated CF flange which allows for
an independent temperature control of the rod (and hence of the chips) from that
of the surrounding chamber. The rod is heated using a resistive heater coil; the
current through which is stabilized using a proportional-integral-derivative (PID)
controller. Independent temperature control of the waveguides shall also allow
for tuning the available fixed lasers (mode-hop free tuning range <10 GHz) into
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the ring-cavity modes (separated by 200 GHz). As in the case of a chamber for
the Rb-PBGF system, we insert a Rb ampoule in a flexible hose attached to the
chamber.
A serial assembly of a roughing pump, a turbo pump and an ion pump is used
to create the required UHV for both the Rb-PBGF/chip chamber. The roughing
pump creates a baseline pressure of ⇠ 10 3 Torr, which is required to operate the
turbo-pump. Without this baseline pressure, the thin blades of the turbo pump
will be damaged due to intense heat created by friction between air and the blades
at high rotational speeds. The turbo pump, further evacuates the chamber to
attain pressure ⇠ 10 8 Torr which is finally reduced to < 10 9 Torr using the ion
pump and by baking the chamber at 150 C for over 3 weeks. Once the required
UHV has been attained, the chamber is cooled down to room temperature and
the Rb ampoule is cracked open by bending the flexible hose. Thereafter, we
maintain the chamber at moderate temperatures of 50 C. Over a period of 1-2
weeks, the Rb atoms initially react with any available oxygen and water molecule
or an OH bond adsorbed on the chamber surface and passivates it. Once this initial
reaction is complete, the density of the Rb atoms builds up inside the chamber,
during which the atoms slowly di↵use inside the core of the PBGF or are available
for evanescently interacting with the waveguide mode. The density of Rb-atoms
inside the chamber can be set to any desired level by maintaining the ampoule and
chamber at a precise temperature, using heater coils regulated by PID controllers.
In case for a Rb-PBGF system, the atomic density inside the core builds up over
a period of 2-3 weeks after cracking the ampoule, in the form of metallic nano-
clusters. A dense Rb vapor is required inside the PBGF core for attaining large
e↵ective Kerr nonlinearities. This dense vapor is achieved using a vapor-generation
procedure facilitated by a high CW power laser beam which is maintained far o↵
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resonant from any Rb-transition (805 nm). The details of the vapor generation
process are discussed in chapter 3, where we also demonstrate a large improvement
in the timescale of operation for the Rb-PBGF system.
1.7 Thesis layout
In this thesis, we describe experiments performed in the Rb-PBGF system and Rb
vapor cell, facilitating frequency conversion at low powers and a high CPC pair
generation e ciency. We also explore the potential of using the Rb-chip platform
for large single-photon level nonlinearity. In chapter 2, we demonstrate e cient
and noiseless signal to idler frequency conversion via Bragg scattering four-wave
mixing at low pump powers ⇠ 100 uW.
Optical depths lasting for just a few seconds have been a long standing limi-
tation of the Rb-PBGF system and in chapter 3 we demonstrate optical depths
lasting for more than an hour, using vapor generation beams with significantly
high CW power-levels and a wavelength close to the photonic band edge of the
PBGF. Chapter 4 describes the realization of CPC in a Rb-vapor cell, where we
generate a pair of photons from a weak input field (200 nW) with a CPC pair
generation e ciency exceeding 10 times of the previous demonstration in photonic
crystal fiber [4]. We also explain an extension of this experiment in the Rb-PBGF
system to obtain near-unit CPC pair generation e ciency, leveraging the large  
of the Rb-PBGF system.
In chapter 5, we discuss improvements in device fabrication and experimen-
tally demonstrate the feasibility of using Rb-vapor evanescently coupled to Si3N4
waveguides at high vapor densities. We report quality factors ⇠ 100, 000 for air-
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clad Si3N4 microresonators which could further enhance the nonlinearity by several
orders in magnitude and lead to a strong photon-photon interaction. In chapter 6,
we demonstrate a new method for achieving broadband anomalous dispersion in the
near-visible regime by employing higher-order waveguide modes. This technique
could prove extremely useful in the development of narrow band tunable photon
sources and sources of squeezed light in the near-visible wavelength regime. Fi-
nally in chapter 7, we discuss future experiments that can be performed using the
Rb-PBGF and Rb-chip system.
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CHAPTER 2
FREQUENCY TRANSLATION VIA BRAGG SCATTERING
FOUR-WAVE MIXING IN RB FILLED PHOTONIC BAND-GAP
FIBERS
In this chapter we demonstrate for the first time, frequency translation in warm Rb
vapor confined to a hollow-core photonic band-gap fiber, using Bragg scattering -
four-wave mixing (BS-FWM). We employ a diamond level scheme on the 5S1/2 !
5D3/2 two-photon transition in 85Rb for the BS-FWM process. In the presence of
pump beams at 780 nm and 795 nm, a weak signal beam at 776 nm is translated to
a wavelength of 762 nm, with pump powers as low as 300 µW and a 21% conversion
e ciency.
2.1 Nonlinear frequency conversion
Figure 2.1: Frequency conversion of an input light field at frequency !1 to a fre-
quency !2 in a nonlinear medium.
Noise-free frequency translation of optical fields [78] has potential applications
in quantum information processing [4,79], quantum memories [46,80,81], and high-
speed signal processing. E cient frequency conversion of light can be facilitated by
photon-photon interaction in a highly nonlinear medium. For e.g. (see Fig. 2.1),
when an input light field at frequency !1 enters a nonlinear medium, it exits the
medium at a di↵erent frequency !2. The extent of frequency conversion depends on
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the strength of the the nonlinear interaction. In the past, several di↵erent nonlinear
processes have been employed to demonstrate frequency translation. Frequency
conversion can be achieved by the process of Raman scattering [82], where an input
photon can be converted into a photon at a higher(lower) frequency by scattering-
o↵ the vibrational states of atoms or molecules. The frequency converted photon
is also called the Anti-Stokes(Stokes) photon. Secondly, one can have frequency
conversion by scattering an incoming photon from an acoustic phonon; a process
which is know as Brillouin scattering [83]. Frequency translation has also been
demonstrated using a second-order nonlinear optical process ( (2)) [78], where a
weak beam can interact with a strong pump, creating a photon at a frequency
which equals the sum(di↵erence) of the input photons.
In our work, we study frequency conversion using BS-FWM, which is a third-
order nonlinear process ( (3)) and is explained in detail in the next section.
2.2 Bragg scattering four-wave mixing
BS-FWM is a promising way to manipulate the frequency of photonic quantum
states without adding noise [52, 53]. In this process, two strong pump beams de-
tuned in frequency by  ! interact with a weak field, and the weak field is then
translated in frequency by !. The term Bragg scattering is used, to draw an anal-
ogy with conventional frequency conversion using a Bragg grating or from periodic
planes of solid. We can think of the pump beams to create a periodic modulation
of the refractive index due to interference and the weak input photon scatters of
this periodic modulation to a photon at a di↵erent frequency. In the absence of any
losses, the quantum mechanical description for the interaction Hamiltonian [52] of
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such a FWM process in the limit of classical pump beams [power(field amplitude)
P1(A1) and P2(A2) for the two pump beams] is,
Hˆ =  k(aˆ†saˆs   aˆ†i aˆi) + aˆ†saˆi + ⇤aˆsaˆ†i , (2.1)
where, aˆ†s(aˆ
†
i ) and aˆs(aˆi) represent the creation and annihilation operators of
the signal(idler) photons respectively. For co-polarized, pump, signal and idler
beams, the coupling strength  = 2 A1A2
⇤, where   is the strength of the e↵ec-
tive  (3) nonlinearity.  k represents the total phase mismatch term by taking
into account both linear and nonlinear phase matching conditions and is given by
 k = k2 + ks   k1   ki +  (P1   P2)/2, where kj, j = 1, 2, s, i are the propagation
vectors for the pumps, signal and idler beams respectively. In the Heisenberg’s
picture we additionally have,
dzaˆj = i[aˆj, Hˆ], (2.2)
where dz = d/dz and j = s,i. Combining equations 2.1 and 2.2, we get
dzaˆs = i kaˆs + iaˆi, (2.3)
dzaˆi = i
⇤aˆs   i kaˆi (2.4)
Solving equations 2.3 and 2.4 with the initial condition aˆi(0) = 0, the field operators
evolve as,





where the wavenumber k = (||2 + | k|2). In the limit of perfect phase matching
( k = 0), we get
aˆi(z) =  isin(z)aˆs(0) (2.7)
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Let the input state be given by |s, ii = |1, 0i. By realizing aˆi(z)†|0, 0iout =
|0, 1iout and aˆs(0)†|0, 0iinput = |1, 0iinput, equation 2.7 results in, |0, 1iout =
isin(z)|1, 0iinput. This indicates that the number of photons in the idler beam
ni(z) = inputh1, 0|aˆi(z)†aˆi(z)|1, 0iinput evolves as, ni(z) = sin2(z)ns(0). For a
medium with a large  , we can achieve z = ⇡/2 by varying the interaction
length ‘z’, which implies that a signal photon can be completely converted to an
idler photon. Similarly, z = ⇡ indicates that the generated idler photon converts
back into a signal photon and hence the process is coherent. The intrinsic nonlin-
earity of optical media such as microstructured fibers and highly nonlinear fibers is
relatively low. Frequency translation over a few hundred nanometers by BS-FWM
in silica optical fibers has been reported previously with peak pump powers rang-
ing from a few hundred milliwatts [84] to a few watts [85,86], and the fiber lengths
used in these experiments range from a few meters [85,87], to a kilometer [84,86].
An alternative approach to achieving low-power frequency conversion is to use Rb
atoms confined to hollow-core photonic band-gap fibers (PBGF’s). Such a system
o↵ers very high e↵ective third-order nonlinearities with an interaction length of
a few centimeters [57, 60, 88, 89]. Thus, frequency translation using pump powers
several orders lower in magnitude than previously demonstrated is possible with
fibers that are only a few centimeters long. As a result, the latency of this scheme
is typically 1 ns while that of silica fiber based BS-FWM is in the microsecond
regime.
2.3 Diamond level-scheme in 85Rb
Figure 2.2 shows the 85Rb level scheme used in the experiment. We employ the



































Figure 2.2: 85Rb level scheme used in the experiment. Pump beams at 780 nm
and 795 nm are tuned to the D2 and D1 lines of 85Rb, respectively. A signal beam
at 776 nm is frequency translated to the idler at 762 nm.
diamond like schemes with four distinct atomic transitions have been reported
earlier to perform FWM in warm Rb vapor [90–92]. The continuous-wave pump
beams P1 and P2 are tuned to the D1 (5S1/2 ! 5P1/2) and D2 (5S1/2 ! 5P3/2)
lines of 85Rb, respectively. A weak signal beam tuned near the 5P3/2 ! 5D3/2
transition at 776 nm is translated to a wavelength of 762 nm, corresponding to
the 5D3/2 ! 5P1/2 transition. It may be thought that a second FWM process
might occur in which two pump photons at 780 nm and 795 nm are annihilated
to create two photons at 762 nm and 814 nm. However the detuning of these
wavelengths from the resonant transitions is in the THz regime, and hence the
e↵ective nonlinearity of this process is ⇠ 6 orders of magnitude lower than that of
the BS-FWM studied here. Henceforth, we shall refer to the beam at 776 nm as



























































Figure 2.3: Pump beams P1, P2 and the signal are coupled into the PBGF in
addition to the mW-level vapor-generating beam at 805 nm. Both P1 and P2
are modulated using an AOM, set to a sawtooth waveform at 50 Hz. P1 is also
modulated by a chopper at 25 Hz. As seen in the inset, the idler is generated only
in the presence of both pump beams and the signal. The generated idler along
with all other beams are separated using band-pass filters. The signal, idler, and
pump P1 are then monitored on the oscilloscope.
2.4 Experimental setup
We use a Rb cell containing a PBGF as previously described in section 1.6. The
pump and signal beams are sent copropagating into the PBGF as shown in Fig. 2.3
using a 10X objective. The cross section of the fiber is shown in the inset of Fig. 2.3.
Rb clusters that form on the inner core walls of the fiber are vaporized using a
desorption beam at 805 nm resulting in an optical density (OD) ⇠ 100. Beams at
780 nm, 795 nm, and 776 nm obtained using external cavity diode lasers are also
coupled into the fiber. The power of the signal beam used in the experiment is 30
nW. Both pump waves pass through an acousto-optic modulator (AOM), which is
set to a periodic linear ramp at 50 Hz. Additionally, P1 is further modulated by a
chopper rotating at 25 Hz. Thus P1 is present for only half the time as P2 which
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allows us to monitor the two-photon absorption (TPA) of the signal beam in the
presence and absence of the BS-FWM process. The corresponding waveforms are
shown in the inset of Fig. 2.3. It can be seen that the idler is generated only when
both pump waves and the signal beam are present. At the output port, the output
beams are split using a 45:55 beam splitter. Separate photodiodes measure the
signal at 776 nm (New Focus 2153) and the generated idler at 762 nm (New Focus
2151). The pump P1, signal and idler beams are separated using appropriate filters
and recorded for a period of 10 seconds.







































Figure 2.4: Conversion e ciency of the generated idler (red squares) and the
extinction percentage of the signal beam (blue triangles) plotted as functions of
the detuning of pump field P2. Data were obtained with the power of pump waves
P1 and P2 given by 300 µW and 310 µW respectively.
The pump frequencies are detuned su ciently from the resonance frequency of
85Rb to avoid linear absorption yet still maintain a large nonlinear response. The
detunings of pumps P1 and P2 are measured with respect to the Doppler broadened
resonances, F = 3 ! F0 = 3 on the D1 line and F = 3 ! F0 = 3 on the D2 lines
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respectively. The signal beam at 776 nm is detuned from the 5P1/2, (F = 2) !
5D3/2, (F0 = 1) transition. In the absence of pump P1, the signal beam at 776 nm
is absorbed by TPA at the D2 line. Only when both the pump and the signal beams
are present, is the idler waveform generated. In this configuration, the depletion
of the signal is due primarily to e cient frequency conversion. Figure 2.4 shows
the e ciency with which the signal is converted to the idler as a function of pump
P2 detuning, and it is observed that an optimal detuning ( 1 = -1.5 GHz) exists
for which the generated idler reaches a maximum conversion of 21%. The strong
correlation between the signal depletion and idler generation in Fig. 2.4 indicates
Pump P
2





















Figure 2.5: TPA in the absence (red squares) and presence (blue triangles) of
P1 is plotted as a function of detuning corresponding to P2. TPA is seen to be
suppressed almost completely in the presence of both the pump beams indicating
that BS-FWM is the dominant process.
that TPA of the signal is weaker in comparison to BS-FWM. This is confirmed in
Fig. 2.5, where the TPA experienced by the signal beam is plotted as a function of
the detuning of pump P2. For the configuration with pump P1 absent, the depletion
of the signal corresponds to TPA on the D2 line. For the case in which both P1 and
P2 are present, TPA on the D2 line is inferred by subtracting the percentage idler
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generation from the signal depletion. It is seen clearly that TPA in the presence
of both P1 and P2 is suppressed in favor of BS-FWM and similar suppression of
nonlinear absorption in the presence of a parametric process has been observed
previously [93, 94]. The dominant behavior of BS-FWM with respect to TPA is
due to the choice of detunings  1,  2, and  3.
2.6 Theoretical simulation for idler generation
To estimate the third-order susceptibilities  (3), we solve the density matrix equa-
tions [56,94] by considering only the resonant contributions. The primary nonlinear
processes are, FWM generation of the idler, TPA of the signal, and the TPA of
the idler, which yield,











where µ1, µ2, µ3, and µ4 are dipole moments at the four Rb transitions used in
our FWM scheme as indicated in Fig. 2.2, and N is the density of Rb atoms in
the fiber core. In our experiments pump P2 is red detuned by  1 =   1.5 GHz
and pump P1 is blue detuned by  3 = 256 MHz. The signal beam is tuned to the
5P3/2, (F = 2) ! 5D3/2, (F0 = 1) transition, which yields to  (3)TPA,D1 >  (3)FWM >
 (3)TPA,D2 and explains the suppression of TPA of the signal beam in comparison to
the generation of idler by BS-FWM. Since  (3)TPA,D1    (3)TPA,D2 , we can neglect the
TPA of the signal beam in the presence of BS-FWM as compared to that of the
idler.
For a given optical mode area A of the fiber and normal refractive index n0,
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In the ideal case of no other competing processes, the e ciency ⌘ (i.e., the ratio
of output power of the idler to input power of the signal) is given by [52],
⌘ =
   L sinc⇣p||2 +  k2L⌘   2, (2.10)
where  = 2 A1A⇤2 (A1 and A2 are the pump-wave amplitudes), and the phase
mismatch  k = (k2 + ksignal)   (k1 + kidler) +  (P1   P2)/2. An e ciency of
unity is attained if the phase mismatch  k = 0 and the product L = ⇡/2. In
the present experiment, an estimate of the refractive index at the wavelengths
considered above, give a large phase mismatch  k   1 for P1 = P2 = 0. However,
for su ciently large nonlinearity, the nonlinear mismatch term  (P1   P2) can
compensate for this linear contribution. In this regime, the conversion e ciency
versus the pump power should oscillate rapidly due to the large phase mismatch
and at the same time, increase slowly due to the nonlinear phase contribution.
Experiments in the Rb-PBGF system show that the atomic density of Rb decays
along the length of the fiber. This leads to a variation in refractive index, and
hence in phase matching along the fiber core. This can result in the washing out
of coherent oscillations, which may explain why we do not observe this behavior
experimentally.
We model the e↵ects of TPA on the BS-FWM process using the following set
of coupled equations for the idler and signal fields.
@Ai
@z
= 4i PAi + 2i PAs   ↵PAi, (2.11a)
@As
@z
= 4i PAs + 2i PAi, (2.11b)
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where ↵ is the TPA coe cient at the D1 line. We assume equal pump powers
at both D1 and D2 lines (i.e P1 = P2 = P), and Fig. 2.6 shows the theoretical
idler conversion e ciency as a function of pump power P (red curve) for   =
1.7⇥105 W 1m 1 and ↵ = 4.65⇥105 W 1m 1, which yields excellent agreement
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Figure 2.6: Experimental curve (blue) and theoretical fit (red) for idler conversion
e ciency as a function of pump power (P1 or P2). The idler power increases at
first and then saturates because of TPA.
idler conversion e ciency is due to a trade o↵ between TPA on the D1 line, the
BS-FWM process and the varying phase matching conditions along the fiber core.
Also from the set of equations 2.8(a) - 2.8(c) and equation 2.9, we observe that
  /  1 1 while the TPA coe cient on the D1 line is independent of  1. Thus,
for a given value of  3, the cross section for BS-FWM decreases with increasing
values of  1. On the other hand for extremely small values of  1, the TPA cross
section for the signal beam (also proportional to  1
 1) can be significantly high,
thereby limiting the conversion e ciency in that regime. Thus we observe that the
frequency translation of the signal beam peaks at a value of  1 = -1.5 GHz in our
case [See Fig. 2.4], due to the three competing processes.
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2.7 Conclusion
In summary, we achieved 14-nm frequency translation in Rb vapor confined to a
PBGF, at a pump power of a few hundred microwatts. To our knowledge, this
is the first experimental demonstration of frequency translation in atomic vapors
using BS-FWM. We observe that in the presence of both pump beams, BS-FWM
is dominant and suppresses TPA on the Rb D2 line. As a next step, we plan to
implement BS-FWM on similar diamond scheme in 85Rb [details in chapter 7],
for achieving a frequency conversion from telecom to near-visible with signal-idler
separation of 181 THz.
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CHAPTER 3
CONTINUOUS GENERATION OF RB VAPOR IN HOLLOW-CORE
PHOTONIC BAND-GAP FIBER
In this chapter, we demonstrate high optical depths (> 50) lasting for hours in
a Rb-PBGF system which represents a 1000X improvement over operation times
previously reported. We investigate the vapor generation mechanism using both
a continuous-wave (CW) and a pulsed light source and find that the mechanism
for generating the Rb atoms is primarily due to thermal vaporization. Contin-
uous generation of large vapor densities in the Rb-PBGF system should enable
measurements at the single-photon level by averaging over longer time scales.
3.1 Introduction
In the previous chapter, we demonstrated frequency translation of light at ultra-
low pump power levels by leveraging the large e↵ective Kerr nonlinearity of
the Rb-PBGF system. The requirements for achieving such nonlinearities in
atomic/molecular vapors are, a high optical depth (OD) [measure of the atomic
number density] and a large L/A ratio [section 1.1]. The large nonlinearities of the
alkali-filled hollow-core fiber systems has also been a subject of deep investigation
in the past works [3, 35, 67, 88, 89], where pioneering studies were performed to
demonstrate large cross phase shifts [36,41], all optical amplitude modulation [60],
and quantum memory [47]. A drawback for the warm Rb-filled PBGF platform
has been the short time scales of operation, ranging from about a few seconds to
a minute. Theories have been proposed to understand the dynamics of Rb atoms
inside the fiber core and their interaction with the inner walls of the core [95]. A
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detailed analysis suggests that Rb nanoclusters form inside the core of the fibers,
and their subsequent vaporization using intense beams is responsible for the high
OD. However, the Rb vapor obtained by thermal vapor generation from the loosely
bound nano-clusters is quickly lost to the fiber walls and previous studies done in
our group [3] clearly show that large OD’s in the PBGF core lasts only for a few
seconds after exposure to the vapor generating beam (See Fig. 3.1). Further-
more, the system requires an extended duration (< 3 hrs) to re-establish high OD
operation [35, 95, 96]. Thus, high OD’s that are a key to achieving high third or-
der nonlinearities are available only for a few seconds which largely limited the
operation time of the system.
Figure 3.1: Plot of number of atoms measured in the fiber core as a function of time
elapsed after exposure to the vapor generation beam [3]. The number of atoms
are estimated by measuring the transmission of a probe beam close to resonance
on the D1 transition of Rb (level scheme in inset). The beam is coupled into the
PBGF at t = 50 s after which the number of atoms in the fiber-core peak for a
few seconds and within 20 seconds settle down to an equilibrium state which is a
factor of 100 less atoms than those at the peak.
More recently, high OD’s have been observed by loading cold atoms in a PBGF
from a MOT [69] and the di↵usive loading of a Kagome´-type PBGF with mercury
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vapor, capable of achieving high optical nonlinearities in the UV regime [66]. In the
follow sections, we shall describe a 1000X improvement in interaction times in Rb-
PBGF over those previously achieved in such systems for OD’s > 50. Such long
operating times were achieved using vapor generation beams with substantially
higher average powers and wavelengths close to the band edge of the PBGF. The
generated OD’s are commensurate with those required for all previous demonstra-
tions of optical modulation using the Rb-PBGF system [41,57,60,88,89,97]. This
capability greatly facilitates performing experiments related to weak nonlinearity-
based quantum computing [98]. Varying the power and wavelength of the vapor
generation beam o↵ers further insight into the mechanism leading to sustained
OD’s. We also investigate vapor generation using mode-locked pulses and compare
it with our results using a continuous-wave (CW) beam, from which we conclude
that it is the average and not the peak power which facilitates the generation of
high OD’s.
3.2 Experiment
We study continuous OD generation in the same Rb-PBGF system, which was used
to demonstrate BS-FWM described in chapter 2. A standard cleaning procedure
for vacuum components was followed, after which we pre-baked the chamber for
over a month to achieve ultrahigh vacuum (pressure <10 9 Torr) before the Rb
vapor was released. The Rb density slowly builds up in the core of the PBGF over
a period of two weeks by di↵usion of warm Rb vapor from the chamber. We let
the fiber-core densely load with Rb atoms over a period of about 18 months during
which we periodically monitored the OD generated by the vapor generation beam.




















Figure 3.2: A weak probe beam at 795 nm and a vapor generation beam are
sent counterpropagating into the Rb-filled photonic band-gap fiber (PBGF) using
10X objectives. The probe is scanned across the D1 line of Rb. After propagating
through the fiber, the probe beam is cleared out using spectral filters from any stray
light that originates from the back reflected component of the vapor generation
beam. The absorption of the probe beam is measured with a photodiode.
set to a mode-hope-free scan serves as the weak probe. The power of the probe
beam is maintained at ⇠ 1 nW, which is below the saturation power of Rb vapor in
the core of the PBGF [58]. The CW output from a home-built Titanium sapphire
(Ti:S) laser, tunable from 772 nm to 810 nm is used for Rb vapor generation.
For pulsed measurements, the laser is mode-locked to generate 100-fs pulses at
a repetition rate of 80 MHz. Both the probe and vapor generation beams are
free-space coupled into the fiber using 10X objectives. Including coupling losses,
the transmission through the fiber exposed to Rb vapor gradually drops over a
month to 23% during continuous operation as compared to 70% for a pristine
fiber. Formation of metallic clusters at the core walls make the transmission loss
high over a broad frequency range. The transmission of a fully loaded fiber prior
to vapor generation can be as low as 10% and the transmission rises gradually to
23% for o↵-resonant vapor generation as the Rb atoms are released from the core
walls. The Rb vapor in the chamber is an isotopic mixture of 85Rb and 87Rb in a
ratio of 7:3. As seen in Fig. 3.2, both probe and vapor generation beams are sent
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counter propagating into the fiber, so that the weak probe can be easily separated.
The probe beam after propagation is separated using a band-pass filter at 795 nm
and is measured using a photodiode.
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Figure 3.3: The absorption of the probe beam is plotted as a function of detuning,
for vapor generation beam at (a) 17.3 mW and (b) 48 mW. The frequency scale is
zeroed at the F = 3 ! F’ = 3 transition on the 85Rb D1 line. Each of the above
absorption curves is fit to a Voigt function taking into account the Doppler and
transit time broadened hyperfine transition on the 85Rb and 87Rb D1 line. From
the fit, the temperature of the Rb vapor in the core can be estimated to be T ⇠
500 K.
We estimate the generated OD by fitting the absorption experienced by the
probe to a Voigt function. Figure 3.3, shows the probe absorption (blue points)
during a scan across the D1 line of 85Rb and 87Rb at di↵erent powers of the vapor
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generation beam. All detunings are measured with respect to the F = 3 ! F’
= 3 transition on the 85Rb D1 line. We fit the probe absorption data to a Voigt
profile (red curve) which takes into account both the homogeneous (Lorentzian)
and inhomogeneous Doppler broadened (Gaussian) line shapes. Since the Rb atoms
are confined to a 6-µm diameter core, the interaction time with the optical mode
is limited to the time it takes for the atoms to move across the beam and leads to
transit-time broadening of the absorption lines, which we take into account while
simulating the Voigt function [96,99]. The temperature of the Rb atoms inside the
core is inferred to be T ⇠ 500 K from the Voigt function fit in Fig. 3.3(a)-(b). The
higher temperature of the atoms (500 K) as compared to the chamber temperature
of 373 K appears to be a result of the high kinetic energy of the released atoms [99]
which also results in the increased Doppler broadening of the Rb transition lines.
We also note that the large OD’s are only generated when the vapor generation
beam is coupled into the fiber core. Secondly, the OD inside a 2-cm-long section
of the chamber is 0.5, which tells us that the 0.5-mm-long air gap region between
the fiber tip and the chamber view-port on each side contribute negligibly to the
total OD when the vapor generation beam is coupled into the fiber.
3.4 OD using a CW vapor generating beam
We first demonstrate large OD’s using a CW vapor generation beam. A strong CW
beam at 805 nm is coupled into the fiber, and the generated OD is continuously
monitored by measuring the transmission spectrum of the probe beam. Figure 3.4
shows the OD as a function of elapsed time. We observe that high OD’s, as large as
200, are generated for a few minutes and thereafter a stable OD = 50±5 is observed

















Figure 3.4: Optical depth (OD) generated due to CW vapor generation is plotted
as a function of elapsed time. It is observed that high OD’s ⇠ 200 are generated
for a few minutes and thereafter the OD stabilizes to 50±5 for over 100 minutes
of operation. The measurement is performed for 35 mW of vapor generation beam
power transmitted through the PBGF.
the system over that previously reported [3, 35, 41, 47, 60, 88, 89, 95, 97]. For our
Rb-PBGF system, an OD ⇠ 50 corresponds to an atomic number density N⇡1019
atoms/m3. The transmitted power of the vapor generation beam through the fiber
is 35 mW for 150 mW of power at the input end. The low transmission through
the PBGF is due to the presence of Rb at the core walls which increases scattering
losses and modifies the guiding properties of the fiber over time after long exposure.
3.4.1 OD vs power for CW vapor generating beam
The generated OD is also measured as a function of vapor generation beam power
as shown in Fig. 3.5. Since we observed no evidence of saturation up to vapor
generation powers of 48 mW (see Fig. 3.5), we expect that larger OD’s can be



















Figure 3.5: The generated OD is plotted as a function of power of the vapor
generation beam transmitted through the PBGF. It is observed that at lower
powers, the OD increases slowly. However, beyond a vapor generation beam power
of 23 mW, the OD continues to increase.
3.4.2 OD vs wavelength for CW vapor generating beam
We also examine the wavelength dependence of the vapor generation beam within
the band gap of the fiber. Figure 3.6 shows the generated OD as a function of
wavelength of the vapor generation beam (blue points). The green arrows in the
figure indicate the D1 and D2 transitions of Rb. The OD at each wavelength is
measured for 30 mW of power transmitted through the fiber. We also plot the
transmission data for the PBGF (red curve) [1]. It is observed that the OD gener-
ated from 800 to 805 nm is 3X that generated at wavelengths within the band edge.
We find that OD generation decreases as the wavelength of the vapor generation
beam is tuned further away from the photonic band gap. We believe this is due to
increase in the guiding loss which reduces the power of the vapor generation beam
as it propagates along the fiber. Thus, OD’s are generated most e ciently when
the vapor generation beam wavelength is chosen to be at the band edge of the
PBGF. This is as expected since the optical mode would become more delocalized
at the edge of the band-gap and more of the light from the vapor generation beam
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will be at the core walls. The Ti:S laser used for the experiment is tunable only to


























Figure 3.6: Optical depth (OD) generated due to the vapor generation beam is
plotted as a function of its wavelength (blue points). The curve in red shows
the transmission data of the fiber and defines its band-gap [1]. The green arrows
indicate the D1 and D2 transition of Rb. It is observed that the OD’s generated at
wavelengths within the band gap are lower than at wavelengths close to the edge
and slightly beyond. As we move further away from the edge, the generated OD’s
decrease.
the bandgap. Typically for our experiments exploring nonlinear interactions with
Rb vapor, we choose a vapor generation beam wavelength of 805 nm, since it is far
away from both the Rb D1 and D2 lines and hence would not lead to any resonant
interaction with Rb vapor or cause significant AC stark shifting of its hyperfine
levels at high intensities [96]. Additionally, it is easy to separate a probe tuned to
any Rb transition from the vapor generation beam using a spectral filter.
3.5 OD using pulsed vapor generating beam
As a final test of the origin of the Rb vapor in the core, we performed the exper-
iment using a mode-locked Ti:S laser. The pulsed source was used to study the
















Figure 3.7: OD generated due to pulsed high peak power beam is plotted as a
function of elapsed time. It is observed that a stable OD = 20±3 is generated for
over 90 minutes of operation. The average power through the core is 22 mW while
the peak power is 40 KW.
pulse with a repetition rate of 80 MHz and average power of 100 mW (40 KW peak
power) was used to generate the vapor. Figure 3.7 plots the OD generated using
a pulsed source, as a function of elapsed time. It is observed that a stable OD =
20±3 is generated for over 100 mins at an average power of 22 mW transmitted
through the fiber. It can be inferred that the OD’s generated using a pulsed source
are comparable to those using a CW beam at similar average powers as shown in
Fig. 3.5. This indicates that the density of Rb atoms inside the core of the PBGF
depends on the average and not the peak power of the vapor generation beam.
3.6 Model for vapor generation process
Based on our observations, we propose a model that explains the dynamics of Rb
atoms inside the fiber core. It has been suggested that the OD inside the core is
generated by a fast mechanism and a slow mechanism [95]. The OD’s generated
by the fast process (i.e., laser desorption of Rb atoms chemically bonded to the
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core wall) are usually low (OD ⇠ 0.5) but require short regeneration times ⇠
50 µs [95], while those generated from the slow mechanism are extremely large
(OD ⇠ 1000), and last for only a few seconds [99]. The source for the generation
of these high OD’s by the slow mechanism are atoms that are contained in Rb
nanoclusters that can be thermally evaporated at relatively low average powers
of the vapor generation beam. At these low average powers, the vapor quickly
dissipates within a few seconds since atoms that are chemically bound to the
surface of the core walls require larger powers to be released. Accordingly, as
the power of the vapor generation beam is continuously increased beyond those
required for the slow mechanism, more and more atoms chemically held to the
core walls are released and a state of equilibrium is reached at each power level
resulting in a stable and sustained OD for extended time scales ranging up to a
few hours. Our results shown in Fig. 3.6, also indicate that the vapor generation
e ciency is greater at wavelengths at the photonic band edge of the fiber, which is
a result of the corresponding mode of vapor generation beam being pushed into the
core walls, increasing the fraction of power at the surface, and assisting in e cient
generation of large OD’s
3.7 Conclusion
In summary, we demonstrate continuous ODs in the Rb-PBGF system for times
that are > 1000X longer than those previously demonstrated. The primary reason
for obtaining large and persistent OD’s is the use of vapor generation beam with
substantially higher average power. Our observations indicate that vapor genera-
tion is more e cient at the photonic band edge as the field mode inside the core
is more concentrated near the surface which prevents the atoms from sticking to
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the core wall. We also establish that the vapor generation process depends on the
average and not the peak power. We believe our system will allow us to attain
continuous, strong light-matter interactions at the single-photon level. As a next
step, we plan to use the continuous OD’s in the Rb-PBGF system to demonstrate
a high CPC pair generation e ciency as discussed in section 4.7.
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CHAPTER 4
SUB-DOPPLER QUANTUM CORRELATED PHOTON PAIRS IN
WARM RB-VAPOR; TOWARDS COHERENT PHOTON
CONVERSION
In this chapter, we demonstrate the generation of quantum-correlated photon-pairs
by spontaneous four-wave mixing using a diamond level scheme on the 5S1/2 !
5D3/2 two-photon transition in 85Rb. Photon-pair generation is also realized in the
regime of an undepleted pump and a weak input beam, mimicing an e↵ective second
order nonlinear process (CPC) [4]. We measure a CPC pair generation e ciency of
6.3x10 8 pairs/input photon/kW of the pump beam, which is a 10X improvement
over CPC e ciencies reported till date. We further propose an implementation
of the above scheme in a Rb-PBGF system that can enhance the pair generation
e ciency by a factor of 108, which could potentially lead to deterministic quantum
logic operation and development of on-demand single photon sources.
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|ωsignal 〉
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Figure 4.1: (a) Correlated photon pair generation from spontaneous parametric
down-conversion in a  (2) medium. (b) Correlated photon pair generation from
spontaneous four-wave mixing in a  (3) medium.
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Correlated photon pairs are generated as result of conservation laws governing
nonlinear optical process. For example, when a pump beam (!p) enters a  (2)
medium like a PPLN or a BBO crystal [Fig. 4.1(a)]; the original pump photon is
converted to a pair of photons [lets call them signal (!s) and idler (!i)], by the
process of spontaneous parametric down conversion (SPDC) [100–102], such that
sum of the energies of the photon pairs equal the energy of the input photon i.e.
!s + !i = !p. More quantitatively, the Hamiltonian for the SPDC process can be
written as [103],
HˆSPDC / ~ (2)aˆpaˆ†saˆ†i + h.c, (4.1)
where aˆk(aˆ
†
k), k = {p, s, i} are the annihilation(creation) operators for the pump,
signal and idler modes respectively. Treating the pump beam classically, the re-
sulting quantum state from a process engineered to emit photons in a single spatial
and spectral mode can be written as,
| SPDCi = exp[r(aˆ†saˆ†i   aˆsaˆi)] |0i (4.2)
which further simplifies to,
| SPDCi = sech(r)
1X
n=o
tanhn(r) |ns, nii (4.3)
where, ‘r’ depends of the strength of the nonlinearity and power of the pump beam
and ns(ni) is the number of photons in the signal(idler) mode. For known  (2)
media, a fundamental limitation of SPDC is that, heralding | SPDCi on the idler
photon can lead to a mixed quantum state for the signal photon. The resulting
heralded state for the signal photon contains higher order photon components
which reduces the purity of the state.
Similar to the SPDC process, correlated photon pairs have been generated
in a  (3) medium like, nonlinear fibers [104–106] and chip-based platforms [38,
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39, 48–51, 107–109] by the process of spontaneous four-wave mixing (SFWM). As
seen in Fig. 4.1(b), the interaction between two pump photons [say P1(!P1) and
P2(!P2)] leads to the generation of a pair of photons [signal (!s) and idler (!i)]
by SFWM, such that !s + !i = !P1 + !P2. Such photons are strongly correlated
in energy. Quantum correlations can also exist in other domains like polarization
[92, 110] and time. SWFM in warm Rb-vapor has gained increasing attention
recently [110–114] as a robust method to generate correlated photon pairs for
quantum communication networks based on quantum memories. A key advantage
of this platform is that the photon pairs generated by such means match the
bandwidth and wavelength requirements for alkali-vapor-based quantum memories
[44–47]. Moreover, due its resonant nature, the e↵ective nonlinearity for pair
generation can be very high which allows for spectrally bright pair-generation
[110–114]. A critical advantage of using warm Rb-vapor instead of cold ensembles
is the reduced complexity of such a system which makes it easier to scale. To date,
a number of di↵erent level schemes have been used in warm Rb-vapor, including a
diamond scheme [110,111], ladder-schemes [112–114], and a lambda scheme [115],
to generate correlated photon-pairs.
As we have seen in earlier chapters, nonlinearities can be greatly enhanced by
using warm Rb-vapor inside PBGF’s [3,41,60], which could be extremely useful in
increasing the e ciency of the pair generation. Our recent progress in improving
the operation lifetimes of the Rb-PBGF system as explained in chapter 3, could
enable continuous generation of spectrally bright photon pairs. One of our primary
motivations for generating pairs of photons with high e ciency, is to implement
CPC for quantum information processing [4]. In the next section we shall discuss
the CPC scheme.
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4.2 Coherent photon conversion (CPC)
Figure 4.2: Four wave mixing between a strong pump P and three quantum modes
aˆa, aˆb, and aˆc, in a  (3) medium, mimicing an e↵ective second order process  
(2)
eff ,
such that  (2)eff/ (3)P .
The CPC process is based on FWM (i.e  (3) nonlinearity) between a strong
pump field (Power = P) that produces an e↵ective second-order nonlinearity  (2)eff
for three quantum modes with annihilation operators aˆa, aˆb, and aˆc, as seen in
Fig 4.2. To understand the CPC process more quantitatively, we introduce the
Hamiltonian for the FWM process as [4],
Hˆ = ~aˆaaˆP aˆ†baˆ†c + h.c., (4.4)
where, aˆP is the mode-field operator for the pump beam and  is the strength of










In comparison to modes a,b and c, we can treat the pump classically and write
down the modified interaction Hamiltonian as,






where, Np is the average number of photons in the pump beam, per pulse width
⌧ . From the form of Hˆeff ,   can be interpreted as the coupling constant for an
e↵ective second order nonlinear process ( (2)e↵ ) between modes a,b and c. Unlike
the  (2) for known materials, the strength for  (2)e↵ can be engineered to a large
value by increasing the pump field intensity and by selecting a nonlinear medium
with a large  . Under the influence of this Hˆeff , a quantum state with one photon
in mode a, i.e.  (0) = |100iabc evolves as,
 (t) = cos( t)|100iabc + sin( t)|011iabc. (4.9)
From equation 4.9 we see that, if  t ⇠ 1, photons can be coherently converted
Figure 4.3: (a) Implementation of 100% photon doubling with a  t = ⇡/2. (a)
Maximally entangling controlled Z gate implemented by having  t = ⇡. (c) Evo-
lution of 1 (blue), 2(red) and 3(green) photon Fock states (photon number state)
under a CPC scheme, shows that di↵erent values of  t can be used to achieve
a single photon by starting of in an arbitrary state and filtering out the higher
photon components [4].
between the three quantum modes. For example, consider the case of an input
state |100iabc at time t = 0. If the strength of the interaction length  t = ⇡/2,
|100iabc evolves to |011iabc as per equation 4.9, thereby realizing a 100% photon
doubler [see Fig. 4.3(a)]. Secondly, if we set  t = ⇡, an input state |011iabc at
49
t = 0, evolves to -|011iabc. Thus an input state  (0) / |000iabc + |001iabc +
|010iabc + |011iabc [see Fig. 4.3(b)], shall evolve to  (t) / |000iabc + |001iabc +
|010iabc - |011iabc for  t = ⇡, which is also a maximally entangled state. CPC
can thus be potentially used to realize deterministic multi-qubit entangling gates
(such as the controlled-phase gate above), generate high-quality heralded single
and multi-photon states, and improve single-photon detection e ciencies.
Another feature worth mentioning about CPC is that, the Fock states (photon
number states) with di↵erent number of photons evolve di↵erently under the CPC
interaction [Fig. 4.3(c)], and we can utilize this e↵ect to create single photons
states from a weak coherent state by sequential cycling. It is predicted that in just
5 steps, a weak coherent state (|↵|2 = 1.5) can be converted to a single photon
state with ⇠ 56% e ciency [4]. Finally CPC can allow for a  (2) interaction with
all three modes at comparable frequencies, which is usually not possible in other
naturally available or engineered  (2) media.
4.3 Level scheme for CPC in warm 85Rb
In this work, we demonstrate for the first time, photon pairs generated with high
e ciency using collinear beam propagation and diamond scheme employing the
5S1/2 ! 5D3/2 transition in a warm 85Rb vapor [Fig. 4.4], by the process of SFWM.
The diamond scheme was specifically chosen as all wavelengths involved are com-
patible with the Rb-PBGF system [97] which has been demonstrated in chapter 2
and this could lead to a further increment in pair generation e ciency by a factor
of 108. As seen in Fig. 4.4, a weak input field at 780 nm, detuned from the 5S1/2,
































Figure 4.4: A strong pump beam at 776 nm and a weak input at 780 nm, tuned
to the two photon transition 5S1/2 ! 5D3/2, lead to the generation of photons at
762 nm (signal) and 795 nm (idler) via spontaneous four-wave mixing. Maximum
pair generation e ciency is achieved with the weak input being blue detuned with
respect to the 5S1/2, F = 3 ! 5P3/2, F’ = 4 transition by 910 MHz ( 1 = 910
MHz) and  2 = 0.
5D3/2 transition) lead to the generation of a pair of photons at 762 nm and 795
nm. For maximum pair generation e ciency, the weak input and the pump are
maintained at two-photon resonance ( 2 = 0) with respect to the 5S1/2, F = 3
! 5D3/2 transition. We shall hence forth refer to the 762 nm and 795 photons as
signal and idler respectively. Previously, this scheme has been demonstrated in a
cold atomic ensemble for the generation of correlated pairs [92]. The input field
is blue detuned by 910 MHz to prevent linear absorption at the D2 transition of
Rb. To avoid any higher order nonlinear e↵ects and optical pumping of the ground
states, the strong pump is chosen at 776 nm and the weak input is at 780 nm.
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Figure 4.5: A strong pump beam at 776 nm and a weak input field at 780 nm,
generated using ECDL’s, are horizontally (H) polarized and sent co-propagating
in an isotopically pure 85Rb cell. The signal (762 nm) and idler (795 nm) pho-
tons generated as a result of SFWM, are spectrally filtered and collected using
single mode fibers post selecting on the H polarization. The signal and idler pho-
tons are detected using single photon counting modules (SPCM’s) and the timing
correlation between them is measured using a time tagging module.
4.4 Experimental setup
The schematic for generating correlated photons is shown in Fig. 4.5. Horizontally
(H) polarized pump and input beams at 776 nm and 780 nm respectively, generated
using external cavity diode lasers (Toptica DL 100) are sent co-propagating and
collinear in a 2-cm-long isotopically pure 85Rb vapor cell. A beam waist of 125 µm
is achieved at the centre of the vapor cell using a convex lens (focal length = 50 cm),
for both the pump and weak input beams, and the cell temperature is maintained at
82 C. Quantum correlated photons at 762 nm and 795 nm generated from SFWM
are separated using band-pass filters. Due to the selection rules, generated photons
are expected to be either HH or VV polarized, and we post-select the H-polarized
photons. Maximum e ciency is achieved with the pump and the input beam being
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on two-photon resonance  2 = 0. The photons are collected using single mode
(SM) fibers and detected using single photon counting modules (SPCM) [Excelitas
SPCM-AQR-16]. The timing correlation between the signal and idler field photons























Figure 4.6: Background uncorrected coincidences between signal and idler fields
are plotted as a function of time delay with the pump beam at 800 mW and the
input field at 500 nW. We see a large signal to noise ratio between the coincidence
peak and the background counts, and the observed second order correlation at zero
time delay is, g(2)SI (0) = 49.02 ± 1.54.
4.5 Non classical correlations - Cauchy Schwarz inequality
We establish the non-classical nature of the generated photon pairs by showing a
large violation of the Cauchy Schwarz (CS) inequality. After correcting for all the
loss factors, which include: coupling losses into the SM fibers, detector e ciency
and the transmission losses from the spectral filters (all values of coincidences and
singles, mentioned throughout the work are corrected for the above loss factors);
the background uncorrected coincidences between signal and idler fields (averaged
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for 2 hours) are plotted in Fig. 4.6 as a function of time delay. We observe a large
coincidence peak over background counts, leading to a second order correlation
value of g(2)SI (0) = 49.02 ± 1.54 at zero time delay [refer to appendix B for all
calculations performed in this chapter]. The power of the pump beam and input
field are maintained at 800 mW and 500 nW respectively. The measured autocor-
relation for the idler field yields a g(2)I (0) = 1.04 ± 0.063 and that for the signal








We measure R = 1203.4 ± 119.2, indicating a > 10-  violation of the Cauchy
Schwarz inequality, clearly showing the nonclassical nature of the observed corre-
lations between signal and idler photons.
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Figure 4.7: The autocorrelation for the idler photon at 795 nm appears like that
of a coherent state with a g(2)I (0) = 1.04 ± 0.063. This is due to the multiple
scattering of resonant idler photons in the optically dense Rb vapor leading to a
narrow autocorrelation function in time, below the resolution of our detectors.
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The statistics for the idler photons appear like that of a coherent state (g(2)I (0)
= 1.04 ± 0.063) as seen in Fig. 4.7, as opposed to the expected thermal statistics
of photons emitted from a SFWM process. As large optical depths are required
for high pair generation e ciency, the idler photons resonant with the D1 line are
absorbed and emitted several times in the dense vapor. These multiple scattering
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Figure 4.8: The autocorrelation for the signal field (red points) is plotted as a
function of time delay. The observed fringes are due to the interference of the
photons emitted on the 5D3/2 ! 5P1/2, F’ = 3 and F’ = 2 transition separated by
361 MHz. The time period of oscillation from the fit function (blue curve) is 353.98
± 1.50 MHz. The narrow band nature of the emitted photons can be attributed
to the narrow phase matching condition for the SFWM process.
broadened width of each transition, leading to a narrow correlation function in
time which is below the resolution of our SPCM’s. Hence the measured second
order correlation function yields a g(2)I (0) ⇠ 1. This e↵ect has also been reported
in earlier works of photon-pair generation using SFWM in a diamond-type scheme
in Rb [111].
Figure 4.8 plots the second order correlation for the signal photons, with a
g(2)S (0) = 1.92± 0.09 which is consistent with thermal statistics. The signal photons
could be emitted on either the 5D3/2 ! 5P1/2, F’ = 3 or 5D3/2 ! 5P1/2, F’ = 2
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transition, and the observed periodic fringes are due to interference between the
two possible path ways. We attribute the reduced visibility of the fringes and the
measured value of g(2)S (0) slightly lower than 2, to the detector jitter which in our
case has a FWHM value of 600 ps. By performing a convolution of an exponentially
decaying cosine function with 100% visibility [i.e. A(exp
 |x a|
⌧ cos2(x aT ) + 1)], and
the detector jitter function (gaussian curve with FWHM = 600 ps), we get a fit
which is plotted in Fig. 4.8 (blue curve). The fringe period obtained from the fit
parameter is 353.98 ± 1.50 MHz, which matches closely to the energy separation
of the 5P1/2, F = 2,3 hyperfine levels (361 MHz) [58]. In addition, the decay time-
Figure 4.9: The linear phase mismatch is plotted as a function of idler photon
detuning  3, with  2 = 0 and  1 = 910 MHz . We observe the phase match-
ing condition i.e. | k.L|  1, to be achieved at a detuning of 540 MHz over a
bandwidth of 95 MHz.
constant ⌧ for the fit function is 13.5 ± 1.5 ns, leading to a very narrow spectral
width of the signal photons (⇠ 20 MHz), which can be explained by calculating
the phase matching condition for our FWM process with all beams collinear. To
estimate the linear phase mismatch, we model the response function for the real








where   = !0   !, is the laser detuning with respect to the atomic transition
frequency !0,   is the natural lifetime of the transition, µ is the dipole moment
and N is the atomic density. For the warm Rb system under consideration, atoms
moving at a particular velocity ‘v’ experiences a Doppler shift in the frequency
of an incoming photon which is given by
 !
k . !v , where k is the wavenumber. We
consider the velocity contribution along the direction of the laser beam and drop
the vector notation. At thermal equilibrium, Rb atoms moving with di↵erent








where vd is related to the well known width of Doppler broadening ‘!d’ as vd =
!d
k .
By considering these di↵erent atomic species (based on velocity distribution), the








(   kv)2 +  2f(v)dv (4.13)
The D1 and D2 lines of 85Rb have several transitions between their hyperfine levels
[58]. For each of these individual hyperfine transitions, we denote, their real linear
susceptibilities, relative detunings and transition strengths, by  (1)i ,  i and si
respectively. By considering only the most resonant contributions, we can write










( i   kv)2 +  2
f(v)dv (4.14)
where, n is the total number of near-resonant transitions and   is the detuning
with respect to the F = 3! F0 = 2 transition, for  (1) measured on the D2 and
D1 lines. In the limit of  (1)( ) << 1, we can approximate the corresponding
function for the refractive index as,





By taking into account the Doppler broadened linear refractive indices for the
795 nm and 780 nm transitions, and assuming a refractive index of 1 for the
776 nm and 762 nm transition (as no population is transferred to the 5P1/2 and
5P3/2 levels), we plot in Fig. 4.9, the linear phase mismatch for the FWM process
as a function of the idler photon detuning. The phase matching calculation is
performed replicating our experimental conditions i.e.  1 = 910 MHz and  2 = 0
using the convention mentioned in Fig. 4.4. The detuning for the idler photon is
measured with respected to the 5S1/2, F = 3 ! 5P1/2, F’ = 2 transition. As seen
in Fig. 4.9, we get a narrow phase matching window of 95 MHz where | k.L| 
1, at a detuning of 540 MHz. This of-course, is the upper bound for the phase
matching bandwidth and the actual phase matching would be even narrower as
suggested by our experimental results. We also see a narrow phase matching region
close to resonance (20 MHz) in Fig. 4.9, but the idler photons would be strongly
attenuated in this region leading to a lower probability for pair generation.
4.7 CPC pair generation e ciency
To measure the e ciency of pair generation, we plot the coincidences between
signal and idler photons by varying the pump power at di↵erent power levels of
the input field in Fig. 4.10(a). The singles as measured on each SPCM module for
the signal and idler photons are plotted in Fig. 4.10(b) and (c) respectively. The
detected idler photons are lower by a factor of 5 as compared to the signal photons
due to absorption of the idler on the D1 transition of 85Rb. The coincidences are
observed to increase linearly with pump power even in the  (2)eff operating regime
(Pi = 500 nW and pump power = 800 mW), with a CPC pair generation e ciency
⌘CPC = 6.3x10 8 coincidences per sec(cps)/input 780 photon measured per kW of
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the pump beam. Previous demonstration of CPC have shown an e ciency of
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Figure 4.10: Plot of (a) Coincidences between signal and idler photons, (b) SPCM
counts of the signal photons and (c) SPCM counts of the idler photons, as a
function of pump power, for input field powers of 500 µW (red), 8 µW (blue), and
500 nW (green). We observe the coincidences and singles for both the signal and
idler to increase linearly with pump power.
e↵ective third order nonlinearity ( ) of a system is proportional to the number
density (N) and interaction length (L), while being inversely proportional to the
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The atomic number density in our Rb vapor cell maintained at a temperature of
82 C is ⇠ 1018 atoms/m3 which is obtained by a Voigt function fit to the absorption
spectrum. An optical depth of 100 which corresponds to an atomic number density
of 2⇥1019 atoms/m3 [41], can be routinely generated in the Rb-PBGF system.
Furthermore the hollow core fiber has a core radius ⇠ 3 µm and the Rb atoms are
known to propagate an overall length of 1 cm in hollow core fiber system [60]. For
an interaction length of 2 cm in the vapor cell and a beam waist of 125 µm, we
can infer
 Rb PBGF = 2.5⇥104⇥ vc, (4.17)
where,  Rb PBGF ( vc) is the e↵ective nonlinearity for the Rb-PBGF system(vapor
cell). We know from equation 4.9, the CPC pair generation e ciency ⌘CPC =
| h011| (t)i |2 = sin2( t), which simplifies to ⌘CPC = ( t)2, in the limit  t << 1.
From our experiment in the vapor cell, this yields a value of ( t)vc = 2.5⇥10 4.
Combining equations 4.5, 4.6, 4.8, and 4.17, we can conclude that ( t)Rb PBGF
⇠ ⇡/2 for 0.25 KW of pump power. This unprecedented increase in CPC pair
generation e ciency could help in the realization deterministic photon-pair sources.
4.8 Bandwidth for correlated pair generation
To measure the bandwidth for e cient pair generation, we keep the detuning of
the weak input field fixed (910 MHz blue detuned to the 5S1/2, F = 3 ! 5D3/2, F’
= 4 transition) and scan across frequencies around the 5P3/2 ! 5D3/2 transition.
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Figure 4.11: Coincidences measured between signal and idler (blue dots) are plot-
ted as a function of two photon detuning ( 2) on the 5S1/2, F = 3 ! 5D3/2, F’
transition, keeping the weak input field fixed with  1 = 910 MHz. The measured
coincidences peak at two photon resonance and a Gaussian fitting function (violet
curve) indicates to a bandwidth of 1.5 GHz for the pair generation process. A
second peak at ⇠ -3 GHz, corresponds to pair generation on the 5S1/2, F = 2 !
5D3/2, F’ resonance.
We estimate a bandwidth of 1.5 GHz for the CPC process, which is calculated
from a Gaussian fit function (violet curve) to the experimental data. This opens
up the possibility of operating with pump pulses about 1 ns long which can be
easily implemented using commonly available pulse generators. Operating pulsed
should prevent the detection of any noise photons originating from higher order
nonlinear process involving the strong pump beam. In addition to the strong peak,
we also see a shorter peak feature ⇠ 3 GHz to the red detuned side. This is due
to the two photon resonance condition associated with the 5S1/2, F = 2 ! 5D3/2
transition, as the ground state hyperfine levels 5S1/2, F = 2,3 have an energy
di↵erence corresponding to 3.04 GHz [58].
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Figure 4.12: A cavity with an input coupling mirror R = 0.5 and an output
coupler with R = 0.9 is implemented around the vapor cell. The signal and idler
beam are filtered out and only the pump and the weak input are maintained on
cavity resonance. The peak of cavity transmission is locked to the pump laser
frequency using a lock-in amplifier and a servo controller, which in turn drive the
piezoelectric transducer connected to the output coupler. The long term drift of
ECDL generating the weak input is small and we manually maintain this laser on
cavity resonance.
4.9 Cavity enhanced correlated pair generation
Finally, we explored the idea of increasing the coincidence rates by building a cavity
around the vapor cell, resonant with the pump beam and weak input as seen in
Fig. 4.12. With a single pass cavity loss of 0.3, we optimized the intracavity power
by choosing the input coupling mirror with R = 0.5 and the output coupler with an
R = 0.9. The output coupler is mounted on a piezoelectric transducer, continuously
modulated by a lock-in amplifier and the resulting error signal is minimized using
a servo controller. The cavity is locked to the frequency of the pump beam using
active feedback. By leveraging the large bandwidth (⇠ 1.5 GHz) of the CPC
process and the relative long term wavelength stability of the weak input beam
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laser, we manually tune the weak input into cavity resonance till the coincidences
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Figure 4.13: We plot the cavity transmission in red as function of input field
detuning with respect to the 5S1/2, F = 3 ! 5P3/2, F’ = 4 transition. The curve
in blue represents the saturation spectrum trace on the D2 transition and is used
for calibration. We measure the free spectral range FSR = 82.3 MHz and a cavity
finesse F = 4.5.
Figure 4.13 shows a transmission spectrum of the cavity (red) by scanning
across the weak input field frequency, and measured relative to the 5S1/2, F = 3
! 5P3/2, F’ = 4 transition. The saturation spectrum (blue) from a reference Rb
vapor-cell on the D2 transition is also plotted on the same viewgraph for calibration.
The experimentally measured free spectral range (FSR) [spacing between adjacent
cavity modes] is 82.3 MHz, which is close to the theoretical value of 79 MHz for a
1.9 m long cavity. We measure a cavity finesse F = 4.5 (defined as, F = FSR/ f,
where f is the cavity linewidth), which is consistent with the reflection coe cients
of the mirrors used. The pump being far o↵ resonance from the D2 transition, does
not su↵er any absorptive losses from Rb and the only sources of losses for the pump
beam in the cavity are di↵raction losses. The losses for weak input are also low, its
frequency lying outside the Doppler broadened spectrum (910 MHz blue detuned).
With the pump and the weak input on cavity resonance, the observed coincidences
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are a factor of 2.3 larger than the case with no cavity for similar power of the pump
(800mW) and weak input beam (3 µW). This is consistent with the theoretical
prediction of enhancement by a factor of (F⇡ )
2. In principle, the cavity losses can be
reduced by making the cavity smaller in length than the one demonstrated above,
which will reduce the di↵raction losses and further enhance the coincidences.
4.10 Conclusion
In summary, we report a CPC pair generation e ciency of 6.3x10 8 cps/input
780 photon per KW of the pump beam, measured in a warm 85Rb vapor using a
diamond level scheme. We also investigate the enhancement in photon-pair gener-
ation rates using a cavity and demonstrate a 2.3 times increment in coincidences.
Our future work would involve demonstrating CPC with eight orders of magnitude
enhancement in pair generation rates, by using the Rb-PBGF system. This would
facilitate building e cient quantum logic gates and deterministic photon sources
compatible with atomic quantum memories.
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CHAPTER 5
ULTRA-LOW POWER NONLINEAR OPTICS WITH RB VAPOR
EVANESCENTLY COUPLED TO ON-CHIP SILICON NITRIDE
WAVEGUIDES
In this chapter, we demonstrate the interaction between warm Rb vapor and the
optical mode of an air-clad silicon nitride (Si3N4) waveguide coated with aluminum
oxide (Al2O3), via evanescent coupling. We observe a greater than 100 times
enhancement in device operation lifetime due to the coating which prevents the
Rb vapor from corroding the surface. Our results indicate the possibility of using
on-chip platforms for performing all-optical modulation at the single photon level,
facilitated by the large Kerr nonlinearity of such a Rb-on-chip system.
5.1 Introduction
As explained in chapter 1, optical nonlinearities at the single photon level is a long
standing goal in quantum optics. Quantum information processing using photons
can be extremely advantageous as, light does not su↵er from any appreciable ef-
fects of decoherence or propagation losses over large distances, and due to the large
carrier bandwidth at optical wavelengths. However, the interaction between pho-
tons is weak and any meaningful realization of quantum logic [117], shall require
a hihgly nonlinear medium. Our demonstrations in chapters 2 and 4, as well as
pioneering experiments in the past [3,36,41,47], have established the feasibility of
using alkali vapors confined to the hollow-core photonic band gap structures for
quantum computing.
Nanophotonic platforms based on Si3N4 waveguides have shown a great po-
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tential in developing compact devices for frequency comb generation [118, 119],
spectroscopy [120] and quantum information processing [37, 39, 50, 121, 122]. An
alternative approach for achieving e cient atom-field interaction, would be to tai-
lor the evanescent field of these nanophotonic structures to interact with alkali
vapor [5, 72–75]. If the evanescent field is confined to a very narrow cross-section
adjoining the waveguide, the resulting interaction could allow the development of
compact and scalable integrated photonic platforms with large Kerr nonlinearities.
Furthermore, coupling the warm vapor to the cavity mode of an on-chip micro-ring
resonator can lead to operation in the strong atom-cavity coupling regime [27–30],
which is otherwise not possible to attain in bulk alkali-vapor cells. In the next





dimensions we find the structure supports the modes shown in Fig. 6.  The confinement factor is 
calculated to be 0.035 and 0.0566 for the TE and TM like modes respectively.  The new 
simulated structure shows improvement (12% for TE and 5% for TM) over the waveguides 
previously used for experiments described in section 1 (see Fig. 1).   
  
The lack of a substrate for suspended structures has two main advantages over supported 
structures: 1) extra area for the Rb vapor to interact with the optical mode; and 2) the waveguide 
is symmetrically clad so the mode is not preferably sucked into the oxide substrate.  Therefore, 
there is an even larger portion of the mode interacting with the surrounding vapor.  Also, since 
the waveguides are symmetric, a mode is still supported no matter how small the waveguide core 
is made.  The smaller waveguide dimensions can yield very high confinement factors in the 
region of interest outside of the waveguide.  As shown in Fig. 7, for a waveguide with cross-
section dimensions of 200 × 500 nm, we are able to achieve confinement factors of 0.0869 and 
0.471 for quasi-TE and quasi-TM modes respectively. The improvement is 3× for the TE mode 
and more than 10× for the TM mode compared to the supported structures. 
 
Fig.6. Simulations for the supported silicon nitride structures.  The waveguides measure 200 nm thick by 600 
nm wide with a 10° sidewall angle, and the silicon-dioxide substrate is etched to 250 nm below the 
waveguide.  The 50-nm boundary is an imaginary line included in the simulation for calculation of the 
confinement of the mode in the air beyond this point. (a) Shows the quasi-TE mode for this structure the 
effective index is 1.5933 with a confinement factor of 0.035.  (b) Shows the quasi-TM mode for the same 
structure. The effective index is 1.4728, and the confinement factor is 0.0566. 
 
Figure 5.1: Simulations for the Si3N4 structures. The waveguides measure 200 nm
thick by 600 wid with a 10  sidewall angle, and the silicon-dioxide substrate is
etched to 250 nm b low the waveguide. Th 50-nm boundary is an imaginary line
included in the simulation for calculation of the confinement of the mode in the air
beyond this point. (a) Shows the quasi-TE mode for this structure. The e↵ective
index is 1.5933 with a confinement factor of 0.035. (b) Shows the quasi-TM mode
for the same structure. The e↵ective index is 1.4728, and the confinement factor
is 0.0566.
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In order to maximize the optical field interaction with Rb atoms, we design
and simulate waveguides over a wide range of dimensions. We use a finite ele-
ment method (FEM) simulation of various waveguide cross-sections to solve for
the waveguide modes at a wavelength of 795 nm (the D1 transition for Rb). Fig-
ures 5.1(a) and (b) show the simulated TE and TM modes for air-clad waveguides
respectively. After solving for the modes, we examine the confinement factor [123],
which for high index contrast structures gives a value of the intensity in a spec-
ified region per unit input power. We look to maximize the confinement factor
for the regions beyond 50 nm from the waveguide boundary in order to ensure we
are beyond the point where Rb atoms experience dephasing from the waveguide
surface. For the supported structures, the minimum thickness of the nitride film
that ensures the waveguide supports a quasi-TM mode is 200 nm. We simulate
waveguides that have a slight sidewall angle (10 ) and are etched 250 nm into the
oxide substrate in order to match the fabricated structure. Using a waveguide base
width of 600 nm with the aforementioned dimensions, we find that the structure
supports the modes shown in Fig. 5.1. The confinement factor in the evanescent
region (air) is calculated to be 0.035 and 0.0566 for the TE and TM like modes re-
spectively. We fabricate both straight waveguides and micro-ring resonators based
on the above dimensions.
5.3 Chip fabrication
All devices used in this study are fabricated by Prof. Michal Lipson’s group at
Columbia University. After deposition of a 200 nm thick layer of Si3N4, the devices
are patterned with electron beam lithography using a maN2403 resist for making
the waveguides 600 nm wide, post-exposure bake. Thereafter the devices are etched
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in an inductively coupled plasma reactive ion etcher (ICP RIE) using CHF3/O2
chemistry. After stripping the resist, we anneal the devices at 1200 C in an argon
atmosphere for 3 hours. In order to rectify the mode mismatch when coupling into
air-clad device, we clad the tapers with SU-8 2005 resist. After contact lithography,
SU-8 is cured in a nitrogen flow oven at 350 C for 1 hour. To prevent corrosive
interaction between Rb and the Si3N4 surface, we clad the devices with Al2O3 and
hafnium oxide (HfO2). Each chip has 5 air-clad straight waveguides and 2 micro-
ring resonators. In the next phase, we shall fabricate chips with spiral waveguides,
increasing the overall interaction length to about 1 cm.
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fields (< 1 um2) and are transparent at alkali-vapor transition wavelengths. Both waveguide and 
cavity structures in such devices can also be tailored to guide a light mode with a large, intense 
evanescent co ponent capable of int racting with an ambi nt atomic vapor. Alkali atoms 
possess an extremely high interaction cross-section and have been shown to produce 
unprecedented optical nonlinearities [9-11]. Combining them with nitride nanowires and micro 
ring resonators provides a unique opportunity to explore new regimes of light-matter 
interactions, where single and few-photon effects can be generated and combined in an 
integrated, scalable fashion.  A multitude of recent efforts in the field of nanostructure-based 
light-atom interactions reveal the potential of these systems for exploring a wide array of 
nonlinear quantum-optical phenomena. Numerous studies in fundamental effects of alkali vapors 
in confined structures have been conducted including, for example, electromagnetically-induced 
transparency (EIT) in hollow and tapered waveguides [12-15], few-photon cross-phase and –
absorption modulation [16,17] in hollow-core 
photonic crystal fibers, atom-cavity coupling 
[18], photon blockading in resonator structures 
[19], and enhanced fluorescence detection [20]. 
We recently performed the first 
resonant interactions of alkali vapor with 
silicon nitride waveguides consisting of the 
fabrication of miniature vapor cells with 
integrated on-chip silicon nitride nanowires 
[8], and this work has been extended by others 
[21]. This system combines the simplicity of a 
warm vapor cell with high light confinement 
necessary to observe quantum-optical 
Fig. 1: (a) SEM image of a silicon nitride nanowire with coupled ring resonator. (b) Optical injection of an on-chip 
silicon nitride nanowire integrated with a bonded, glass-domed Rubidium vapor cell. 
Fig. 2. Resonance spectroscopy of theRb D2 
resonances for both free-space transmission through 
the glass dome (green) and waveguided 
transmission through a silicon nitride nanowire 
structure (blue). Peak absorption of the guided 




fields (< 1 um2) and are transparent at alkali-vapor transition wavelengths. Both waveguide and 
cavity structures in such devices can also be tailored to guide a light mode with a large, intense 
evanescent component capable of interacting with an ambient atomic vapor. Alkali atoms 
possess an extremely high interaction cross-section and have been shown to produce 
unprecedented optical nonlinearities [9-11]. Combining them with nitride nanowires and micro 
ring resonators provides a unique opportunity to explore new regimes of light-matter 
interactions, where single and few-photon effects can be generated and combined in an 
integrated, scalable fashion.  A multitude of recent efforts in the field of nanostructure-based 
light-atom interactions reveal the potential of these systems for exploring a wide array of 
nonlinear quantum-optical phenomena. Numerous studies in fundamental effects of alkali vapors 
in confined structures have been conducted including, for example, electromagnetically-induced 
transparency (EIT) in hollow and tapered waveguides [12-15], few-photon cross-phase and –
absorption modulation [16,17] in hollow-core 
photonic crystal fibers, atom-cavity coupling 
[18], photon blockading in resonator structures 
[19], and enhanced fluorescence detection [20]. 
We recently performed the first 
resonant interactions of alkali vapor with 
silicon nitride waveguides consisting of the 
fabrication of miniature vapor cells with 
integrated on-chip silicon nitride nanowires 
[8], and this work has been extended by others 
[21]. This system combines the simplicity of a 
warm vapor cell with high light confinement 
necessary to observe quantum-optical 
Fig. 1: (a) SEM image of a silicon nitride nanowire with coupled ring resonator. (b) Optical injection of an on-chip 
silicon nitride nanowire integrated with a bonded, glass-domed Rubidium vapor cell. 
Fig. 2. Resonance spectroscopy of theRb D2 
resonances for both free-space transmission through 
the glass dome (green) and waveguided 
transmission through a silicon nitride nanowire 
structure (blue). Peak absorption of the guided 
mode corresponds to an absorption coefficient of 4 
cm-1. 
(a) (b) 
Figure 5.2: (a) View graph of the first generation Rb-chip device, built in our lab,
by epoxy bonding a lass dome on top of a large chip. (b) Transmission spectrum
of a probe beam evanescently coupled to the waveguide mode (blue) and through
the chamber (green). The waveguide mode experiences transit time broad ning
e↵ects and shifts in the spectrum, due to van der Walls interaction [5].
5.4 Chamber design
The first generation of air-clad devices (uncoated) fabricated with the above di-
mensions (section 5.2) were tested by releasing Rb vapor in a chamber assembly
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Figure 5.3: A free space probe beam at 795 nm (resonant with the D1 line of 85Rb)
is coupled into the waveguides using 10⇥ objectives. The chips can be imaged
from the top viewport using a camera and objective. The chips are mounted on
a copper rod inside the chamber, which is insulated from the rest of the chamber
using a ceramic sleeve and hence can be temperature tuned independent of the
entire chamber. After propagating through the waveguide, the transmission of the
probe beam is measured using a photodiode.
developed by epoxy bonding a glass cover slip over the chip surface [Fig. 5.2(a)].
The transmission spectrum for such a device as shown in [Fig. 5.2(b)], demonstrates
the interaction of the evanescent optical mode with a dense vapor surrounding the
waveguide [5]. The atomic lines appear transit-time broadened due to the narrow
waveguide cross-section [124]. A drawback of using these uncoated devices has
been the extremely short time scales of operation. After an hour long exposure to
Rb vapor, the uncoated devices ceased to function due to a permanent corrosive
surface damage caused by the highly reactive Rb vapor. The impurities leaking
from the epoxy could also aid the corrosive reaction.
To make a comparative study of the uncoated and coated devices and prevent
any leaks in the vacuum, we have characterized our new devices inside a custom
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Figure 5.4: (a) Top view of the chamber with the mounted chips. (b) Enlarged
image, clearly showing light coupled in a 1 mm long straight waveguide.
vacuum chamber as seen in Fig. 5.3. An ultrahigh vacuum ⇠ 10 9 Torr is achieved
by means of an ion pump after baking the chamber for over a month. Once the
required vacuum is attained, the Rb ampoule was broken releasing the Rb vapor.
The detailed chamber building procedure has been explained in section 1.6. 3 chips
(air-clad uncoated, Al2O3 coated and HfO2 coated) are mounted on an insulated
copper rod inside the chamber. Light is coupled to the Si3N4 straight waveguides
and the ring resonators using long working distance Mitutoyo objectives with 10⇥
magnification. The chips can be imaged from top using a microscope and a CCD.
Fig. 5.4(a)-(b) shows the top view of the chips as seen from the viewport. In
Fig. 5.4(b) we can see light being coupled into the waveguides using the 10⇥
objectives. We achieve an overall coupling e ciency of 11% after accounting for
losses. The chamber is maintained at 60 C while the chips are maintained at
100 C, to prevent the Rb vapor from depositing over the waveguide surface.
5.5 Waveguide characterization in a Rb chamber
To characterize the transmission properties of the waveguides, we couple a probe
beam scanning across to the D1 transition (795 nm) of Rb into the waveguide. A
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Figure 5.5: Normalized transmission of probe beam coupled into the waveguide
(blue) and propagating through the chamber (green). The slight shift in the two
spectrum indicates to a van der Walls typer interaction between the Rb vapor and
the waveguide surface, which causes a local change of potential and hence a shift
in the atomic levels.
reference beam at the same wavelength is sent through the chamber to monitor
the density of atoms around the chip. We observe that, uncoated air-clad chips
start degrading in the first hour of operation with a drop in transmission from
11% before exposure to around 0.01% after exposure to Rb. In comparison, the
chips coated with Al2O3 su↵er only a ⇠ 55% attenuation (i.e. 11% ! 5%) in
transmission properties upon exposure to Rb. Furthermore, the Al2O3 coated
chips last for the entire 15 day period of the study, which represents a > 350
times improvement in operational capabilities over the uncoated chips. Waveguides
coated with HfO2 could not be tested due to the development of a crack during
the course of the baking period, and we shall test this coating in future studies.
Figure 5.5 shows the transmission spectrum of the probe in the waveguide and
chamber. We observe that the spectrum of the probe coupled into the waveguide
is slightly shifted as compared to the probe propagating across the chamber [72].
This shift can be attributed to the changes in the energy levels of the Rb atoms
caused due to perturbations in local electron potential, by a van der Walls type
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interaction between the atoms and waveguide surface. In the above transmission
measurement, we were not able to quantify the extent of absorption from atoms
interacting with the evanescent field, due to our present chamber design which led
to a total vacuum space of 0.5 mm between the viewports of the chamber and
the waveguide taper. For a 1-mm long waveguide with only ⇠ 6% of the total
field being evanescent, most of the absorption would result from Rb in the gap
region with only a tiny frequency shift seen as a result of van der Wall-type surface
interaction. In future Rb-chip chambers, we plan to bond the chips directly to the
viewports which shall prevent any free-space between the waveguide taper and the
viewport. The measurements performed above, nonetheless do provide evidence
for the durability of the Al2O3 coated waveguides. Our Rb-chip system with long
operational time-scales, shall be extremely useful in the realization of single-photon
level experiments which require large averaging times.
5.6 Air-clad micro-ring resonators
We have recently fabricated air-clad micro-ring resonators (ring radius = 115 µm
) using the same fabrication procedure as explained in section 5.3 and are coated
with a 5 nm thick layer of Al2O3 to prevent corrosive damage from Rb. To charac-
terize the transmission properties and measure the Q of the ring cavity at 780 nm,
we use a measurement technique as detailed in section 6.5, which employs a com-
mercial Menlo systems comb as a frequency reference. As the source laser at 1560
nm (Toptica continuously tunable diode laser) is scanned between 1530 nm and
1570 nm, the frequency doubled output from a periodically poled lithium niobate
(PPLN) crystal scans between 765 nm and 785 nm [poling period optimized for
second harmonic generation]. During each instance of the scan, the laser frequency
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Figure 5.6: Transmission scan of the air-clad ring resonator by continuously tun-
ing the laser across three cavity resonances. This broadband scan is achieved by
frequency doubling a tunable laser at 1550 nm and using the doubled output for
scanning the ring-cavity at near-visible wavelengths around the Rb D2 transition.
We measure a free spectral range of 210 GHz and a cavity line-width of 3.56 GHz,
which leads to high quality factors Q ⇠ 107, 000.
is continuously measured using a beat note measurement with the pre-calibrated
Menlo comb. Figure 5.6 shows transmission spectrum of the device as a function
of relative frequency, by scanning the laser across three cavity resonances at 780
nm. From the transmission spectrum we determine the free spectral range (FSR)
[spacing between adjacent cavity modes] of the resonator to be 210 GHz, which
is in close agreement to the theoretical FSR for a ring cavity with radius = 115
µm. The sharp bending features close to the zero line for each peak is due to a
low-pass filtering e↵ect of processing the raw data, which is limited by sharp in-
terference fringes appearing from back reflections. The microresonator also has a
characteristic quality factor ’Q value’ which determines the time for which energy
can be stored (or rate of dissipation) in the ring cavity. Mathematically this is
represented as Q = f0/ f, where  f is the width of the resonance and f0 is the
frequency about which the mode is centered. As seen in the inset of the transmis-
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sion scan shown in Fig. 5.6, we fit a Lorentzian lineshape to the cavity mode in the
middle (centered at about 210 GHz) and estimate the line width to be around 3.56
GHz, which corresponds to a Q ⇠ 107, 000 for the air-clad ring cavity. The high Q
value should play a substantial role in our e↵orts to demonstrate CPC using the
Rb-chip system which has been explained in section 7.2.
5.7 Summary
In conclusion, we have demonstrated > 300 times improvement in Rb-chip device
operation lifetime by coating the waveguide surface with a thin layer of Al2O3.
After the intial reaction between Rb and the chip surface (which reduced the
waveguide transmission to 5%), we observed no appreciable degradation in the
device transmission properties over the duration of study. We have also successfully
fabricated air-clad Si3N4 microresonators capable of evanescently coupling to Rb
vapor with Q values exceeding 100,000. As a next step we plan to implement
all optical modulation at the single photon level [60] and CPC, using Rb vapor
coupled to the high Q air-clad microresonator.
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CHAPTER 6
BROADBAND NEAR-VISIBLE PARAMETRIC SOURCES USING
HIGHER ORDER TRANSVERSE MODES IN SILICON NITRIDE
MICRORESONATORS
In this chapter, we discuss a novel method to achieve broadband phase matching
for third order nonlinear ( (3)) parametric processes in the near-visible by engi-
neering anomalous dispersion for higher order modes in Si3N4 microresonators. We
describe the practicality of our scheme by demonstrating broadband FWM via  (3)
type interactions (also known as parametric frequency comb generation) spanning
over 45 THz at near-visible wavelengths. Our demonstration opens interesting
possibilities of developing broadband single photon sources and squeezed states,
in the near-visible. Furthermore, achieving a fully mode-locked frequency comb
would be a significant step towards building on-chip ultrafast laser sources at vis-
ible wavelengths (e.g. analogue of the Ti:S laser) which would have tremendous
applications in on-chip ultrafast spectroscopy and precision metrology.
6.1 Introduction
On-chip QIP has attracted significant interest lately, due to the relatively small
footprint of the devices and cavity enhanced nonlinear interaction in chip-based
micro-resonator devices, which allows for e cient device operation at low power
levels and scalability. Secondly, it is also possible to optimize device operation in
a particular wavelength regime of interest by dispersion engineering, achieved by
accurately optimizing the waveguide dimensions. By designing waveguides with
appropriate dispersion parameters, quantum correlated photon pairs have been
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demonstrated at telecom wavelengths in a variety of on-chip platforms based on,
silicon [48, 108, 109, 125], hydrogenated amorphous silicon [38, 51], chalcogenides
[107] and Hydex glass [49].
Silicon nitride (Si3N4) has shown promise as a platform for on-chip quantum-
photonic applications largely due to, its compatibility with CMOS fabrication pro-
cess [126], high quality factors (37 million) achievable though recent developments
in fabrication techniques [71], and the large e↵ective Kerr nonlinearity. Previously,
octave spanning frequency combs have been demonstrated in Si3N4 at telecom
wavelengths [118,119], leveraging the anomalous dispersion of fundamental waveg-
uide modes leading to broadband phase matching for the underlying four-wave
mixing (FWM) process. This broadband phase matching at telecom has also been
used to demonstrate ultra-bright quantum correlated photon pair generation [39]
and on-chip squeezing [121] in Si3N4 microresonators by FWM.
Developing broadband and tunable single photon sources in the near-visible
could serve as an important resource for QIP due primarily to the availability
of highly e cient and low-cost single photon detectors in the wavelength regime
between 400 nm - 950 nm. Secondly, as mentioned in chapter 4, quantum memories
required for storing quantum information are also most e ciently implemented
using atoms [44–47] which have storage levels in the visible frequency range. In
addition, we have also demonstrated in the earlier chapters that alkali vapors in
confined geometries (e.g. the Rb-PBGF and Rb-chip system) have a large e↵ective
Kerr nonlinearity but are limited in band-width due to narrow atomic transitions.
Towards this end, spectrally narrow single photon generation in the visible can be
extremely advantageous to achieve single-photon level nonlinear interaction in the
Rb-PBGF and Rb-chip system.
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A major challenge to extend the range of parametric FWM (the underlying
process for both photon-pair and frequency comb generation) to visible wave-
lengths, has been that conventional dispersion engineering [127] does not produce
anomalous group velocity distribution (GVD) which is desirable to achieve phase
matching over a large bandwidth. Recently, there have been several approaches
for anomalous dispersion engineering in the visible regime. Frequency comb gen-
eration via FWM in the near-visible has been demonstrated in a CaF2 whispering
gallery mode resonator using higher order mode excitation [128], and in a thin silica
micro-bubble resonator [129]. However, the maximum comb bandwidth achieved
was 10 nm [129]. Alternatively, parametric wave generation in the visible have
also been observed via, second-harmonic, sum-frequency and third-harmonic gen-
eration from a near-infrared comb in Si3N4 and AlN microresonators [130–132].
There have also been proposals to achieve anomalous dispersion in the visible
by mode coupling between two micro-ring resonators [133], with an experimental
demonstration at telecom [134]. In the next sections, we describe the conditions
required for broadband four-wave mixing, followed by a detailed description of our
approach to achieve anomalous dispersion for higher order modes in the visible
regime.
6.2 Dispersion engineering of higher-order waveguide
modes
We explore the possibility of utilizing a single CW pump beam for generating
correlated photon pairs and a broadband frequency comb at near-visible wave-
lengths, by the process of FWM in a Si3N4 microresonator. The phase matching
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(b) Fundamental TM Mode (TM00) 
(a) Fundamental TE Mode (TE00) Fundamental TE Mode (TE00) (a) 
Fundamental TM Mode (TM00) (b) 
Figure 6.1: GVD for the (a) TE00 and (b) TM00 mode are plotted as function of
wavelength for a 440 nm tall waveguide and widths ranging between 0.7 µm - 2
µm. We observe normal GVD for both TE and TM modes.
condition for degenerate FWM depends on even ordered dispersion parameters
evaluated at the pump frequency [135]. The pump must experience an anomalous
GVD to achieve a large continuous bandwidth for FWM on either sides of the
pump frequency (i.e.  2 6 0) [127, 135, 136]. In addition, optimal performance
also requires the fourth order dispersion parameter  4 to be positive [136–138]. To
achieve anomalous dispersion for the ring-cavity modes, we simulate the mode-
profile of the guided modes in the bus waveguide and ring using a finite-element
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(a) Higher-order TE Mode (TE20) 
(b) Higher-order TM Mode (TM20) Higher-order TM Mode (TM20) (b) 
(a) Higher-order TE Mode (TE20) 
Figure 6.2: GVD for the (a) TE20 and (b) TM20 mode are plotted as function of
wavelength for a 440 nm tall waveguide and widths ranging between 0.7 µm - 2
µm. We observe anomalous GVD for both TE and TM modes for waveguides with
widths 1 µm and 1.25 µm in the near visible wavelength range.
method (FEM) implemented with COMSOL multiphysics package to calculate the
e↵ective refractive index (neff ) of the optical mode as a function of input wave-
length ( ). We numerically estimate the derivatives for neff and focus on the
second and the fourth order derivatives, which correspond to the  2 and the  4
terms respectively. We simulate the mode profiles for waveguides with di↵erent
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(a) Higher-order TE Mode (TE20) 
(b) Higher-order TM Mode (TM20) 
(a) 
Higher-order TM Mode (TM20) 
Higher-order TE Mode (TE20) 
(b) 
Figure 6.3: Fourth-order dispersion ( 4) for the (a) TE20 and (b) TM20 mode are
plotted as function of wavelength for a 440 nm tall waveguide and widths ranging
between 1 µm - 2 µm. We observe the  4 values for both TE and TM modes to
be positive in the wavelength range around 700 nm - 900 nm.
widths and height. Figure 6.1 shows the GVD values as function of wavelengths
for the fundamental TE00 and TM00 modes of a 440 nm tall waveguide at di↵erent
widths. We clearly observe that the waveguide dispersion is normal in the near
visible wavelengths i.e.  2 > 0 for both the TE00 and TM00 modes. In comparison,
we observe that the higher-order TE20 and TM20 modes for waveguides with the
same dimensions [those used in Fig. 6.1(a) and (b)], show anomalous dispersion
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i.e  2 < 0, as is seen in Fig. 6.2(a) and (b). The TE20 modes are more anomalous
than the TM20 over the same wavelength range. In addition, we plot the  4 values
for the TE20 and the TM20 modes in Fig. 6.3(a) and (b) and observe that  4 > 0
for the near-visble wavelength range of 750 nm - 950 nm. The above simulations
indicate that higher-order mode excitation in 440 nm tall waveguides with widths
between 1 µm - 1.3 µm could lead to broadband phase matching for FWM in
the wavelength range around 700 nm - 900 nm, as both the required conditions
mentioned in the previous section (i.e.  2 < 0 and  4 > 0) are satisfied. In our
experiments, we have used 440 nm tall and 1.3 µm wide microresonators for gen-
erating frequency combs by FWM between 710 nm - 830 nm, to demonstrate the
feasibility of our scheme (refer section 6.6).
6.3 Higher-order mode excitation via mode conversion
In the previous section, we saw that TE20 mode has the largest anomalous GVD
in the near-visible wavelength range. As the input pump laser is chiefly coupled to
the TE00 mode of the bus waveguide, it becomes necessary to engineer waveguides
for coupling pump power in to the TE20 mode of the microresonator. We use
the principle of mode conversion which was pioneered to obtain mode-division
multiplexing on a silicon chip [139], to e ciently excite the TE20 mode in the ring-
cavity. The concept of mode conversion has also been used to generate entangled
photons using coupled waveguides [122]. The conversion is optimal if the modes
in both waveguides are phase-matched, i.e. their ne↵ is the same. Since the ne↵
is a function of the waveguide dimensions and transverse mode family, we need
to have di↵erent dimensions in order to match the fundamental mode in the bus








Figure 6.4: We plot the e↵ective refractive index (ne↵) for the TE20 and TE00
modes as function of the waveguide width, with height maintained at 440 nm. It
is observed that ne↵ for the TE20 mode of a 1.3 µm wide waveguide matches the
ne↵ for the TE00 mode of a waveguide with width = 0.6 µm [where the horizontal
dotted lines intersect the vertical], at wavelengths   = 600 nm (red), 780 nm
(green) and 950 nm (blue).
waveguide and the ring-cavity is the same, we use a bus waveguide with a smaller
width than the microresonator to achieve the desired phase matching. Figure 6.4
shows simulation results for the e↵ective refractive index plotted as a function of
the waveguide width, at input wavelengths of 600 nm (red), 780 nm (green) and
950 nm (blue) for the TE00 and TE20 modes. In all cases we maintain a constant
waveguide height of 440 nm. As indicated by the horizontal and vertical dotted
lines in Fig. 6.4, we observe that the ne↵ for the TE00 mode in a waveguide of
width = 0.6 µm, matches the ne↵ for the TE20 mode in waveguide of width = 1.3
µm.
The matching of refractive indices is obtained over a broad range of wavelengths
spanning 600 nm - 950 nm for the combination of waveguide widths discussed
above. Using the same technique, we can select di↵erent combinations of waveguide









 TE20 - no coupling
 TE20 - ring-bus coupling
Figure 6.5: GVD simulation for the TE00 mode (blue), TE20 mode without includ-
ing coupling (red), and TE20 mode by including the mode conversion e↵ect from
the bus to the ring (green). In all cases, the microresonator is 1.3 µm wide and
400 nm tall. It is observed that the mode coupling e↵ect broadens the wavelength
range of anomalous dispersion for the TE20 mode.
we fabricate ring-resonators with widths = 1.1 µm, 1.3 µm, and 1.4 µm and design
their corresponding bus waveguides to be ⇠ 0.6 µm wide. The microresonators
with width = 1.3 µm yield the best results for broadband FWM, and henceforth
we shall focus on them for all measurements. Taking into account, the e↵ect of
mode coupling between the bus waveguide and the ring (coupling gap = 200 nm),
lead to further modifications in the GVD. This is shown in Fig. 6.5, where we plot
the GVD for the TE20 mode, with (blue) and without (green) the coupling e↵ect
of the bus waveguide for a microresonator with width = 1.3 µm. In addition, we
also plot the GVD for the TE00 mode which is normal in the visible regime. The
coupling between the bus and the ring leads to a larger anomalous GVD for the
TE20 mode at near-visible wavelengths which results in broadband FWM over an
extended frequency range as demonstrated in our present work.
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Figure 6.6: (a) Microscope image for the 440 nm tall and 1.3 µm wide Si3N4
microresonator. Platinum microheaters (seen as rectangular pads in the image)
enable precise temperature control of the ring, which helps in tuning the laser into
the cavity mode. (b) Enlarged image of the microresonator shown in (a).
6.4 Chip fabrication and design
All waveguides used in this study were fabricated using a procedure that has been
detailed in previous works [71, 140], which achieve ultra-high loaded Q values by
improving the quality of the etching process. A 4-µm thick SiO2 layer is grown
on a silicon wafer, which acts as a cladding at the bottom. Thereafter, a layer of
Si3N4 is deposited on this oxide layer by low pressure chemical vapor deposition
(LPCVD). Once the nitride layer is smoothened by chemical mechanical polishing,
a hard mask of SiO2 is deposited using plasma enhanced chemical vapor deposition
(PECVD). The devices are patterned using electron beam lithography and the
nitride film was etched using CHF3, O2 and N2. To remove any residual N-H bonds
in the Si3N4 film, the device is annealed in argon atmosphere at 1200 C for about
3 hours. Finally, the devices are clad with a 500 nm thick high temperature SiO2,
84
followed by a 2.5 um thick layer of SiO2 using PECVD. Figure 6.6(a) shows two
microresonators used in our work and fabricated with the above method [Fig. 6.6(b)
shows an enlarged image]. Platinum microheaters are patterned on top of the
microresonator to thermally control the refractive index of Si3N4 and hence tune
the ring in and out of cavity resonance at a fixed laser wavelength. By using a
very precise current control, it is also possible to locally stabilize the temperature
of the waveguide against external fluctuations in temperature and air flow, in the
surrounding laboratory area.
















Figure 6.7: A tunable laser at 1550 nm is coupled in to the PPLN waveguide for
generating a frequency doubled output in the near-visible by second harmonic gen-
eration (SHG). This near-visible output is used as a tunable laser source between
765 nm - 805 nm and is coupled in to the microresonator. A part of the input
laser beats with a commercial reference comb system (Menlo systems) and the
photodiode response is used to calibrate the wavelength of the laser source as it
scans across the cavity modes.
Measuring the GVD for the microresonator, requires a highly accurate mea-
surement of the FSR for the ring cavity modes (precision of > 10 MHz). To
measure the absolute wavelength of the laser as it scans across di↵erent microres-
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onator modes, we use a measurement technique [141] employing a highly stable
commercial Menlo systems comb with a 250 MHz spacing between adjacent comb
teeth. Our measurement scheme is shown in Figure 6.7. Due to the unavailability











Figure 6.8: Microresonator transmission as the input laser is scanned across four
adjacent cavity modes at 780 nm.
of a mode-hop free tunable laser at wavelengths around 780 nm (required tuning
range > 20 nm), we build a custom laser source using a 0.5 mm long PPLN crystal
(Covesion), with poling periods optimized for second harmonic generation (SHG).
The extremely short length of the PPLN makes phase matching requirements less
stringent as compared to a longer crystal, which allows SHG over a broad range
of wavelengths at constant temperature and by operating in just one waveguide.
The short length leads to a rather poor SHG e ciency with only 20 nW of output
generated at 780 nm for about 10 mW of input 1560 nm CW power. The nW level
frequency doubled laser is detected using a sensitive photodiode (NewFocus 2151).
We employ a continuously tunable Toptica laser, which can mode-hop free scan be-
tween 1530 nm - 1610 nm. As seen in Fig. 6.7, the output of the laser is split using
a 50:50 fiber beam-splitter, with one output port coupled into a PPLN waveguide.
The PPLN waveguide frequency doubles the telecom source to wavelengths ranging
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between 765 and 805 nm. The second output port is combined with the output of
the Menlo comb system and the beat note generated by the photodiode is sent to a
fast lock-in amplifier system (Zurich Instruments, 50 MHz). The lock-in amplifier
contains two demodulation channels and we set them at a frequency of 25 MHz
and 100 MHz respectively. This implies that the beat note (say !0) generated by
the scanning laser with any given comb tooth, leads to the creation of four side
bands at !0±25 MHz and !0±100 MHz. This creates four markers for each comb
tooth. The transmission spectrum for the microresonator is recorded as a function
of elapsed time for the laser scan. We simultaneously measure the four frequency
markers created by the lock-in amplifier for the laser, at the same time-stamps as
those used for the transmission scan. We then fit a 5th order polynomial to the
individual frequency markers and get an accurate estimate of the actual frequency
of the laser at each time stamp. The final processed transmission spectrum for the
440 nm tall and 1.3 µm wide micro-resonator is plotted as a function of relative
frequency in Fig. 6.8, for a TE polarized input laser. Four adjacent cavity modes
are shown, with the input laser scanning continuously between 765 nm - 805 nm.
We measure the di↵erence between successive cavity modes and estimate a FSR















Figure 6.9: Lorentzian fit (red) to the cavity mode at 186 GHz in Fig. 6.8 (blue),
indicates a linewdith of 1.2 GHz and a Q value of 330,000.
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of 188 GHz, which is consistent for a ring with a 115-µm radius. To measure the
cavity line-width, we select the second mode centered around 186 GHz in Fig. 6.8
and fit a Lorentzian line shape to it as seen in Fig. 6.9. The estimated line-width
from the fit is 1.2 GHz which corresponds to Q value of ⇠ 330,000. The GVD for







where, L is the length of the cavity and   is the wavelength of the laser field. To




















Figure 6.10: Plot of 1/FSR (blue) versus wavelength, for the microresonator, as
the PPLN sources scans between 765 nm and 800 nm. The sharp deviations in
FSR (dotted box region) show the presence of a local polarization mode-crossing.
Excluding the crossings, we can fit a straight line (red) with a positive slope to the
rest of the data points, which indicate towards anomalous GVD for the microres-
onator mode in the near-visible wavelength range.
experimentally calculate the GVD for the microresonator, we used a peak search
algorithm to find the FSR as a function of the wavelength. Figure 6.10 plots
1/FSR as function of the wavelength. We observe local kinks in the FSR (e.g the
box region in Fig. 6.10) due to polarization mode-crossing [142] which creates local
perturbations in the dispersion due to strong modal-coupling, resulting in a strong
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pushing (pulling) e↵ect on the interacting modes. This strong mode coupling
results in a local FSR change over a narrow spectral range. By excluding the
regions of mode crossings, we perform a linear fitting for all the other points which
results in a straight line with a positive slope. Inserting the slope of this linear fit
in equation 6.1, yields  2 = -13 ps2/km which is similar to the value of anomalous
GVD predicted by our theoretical simulations in Fig. 6.5 for wavelengths around
780 nm.










Figure 6.11: TE polarized output from an ECDL (Toptica DL 100) at 776 nm is
amplified using a tapered amplifier (Toptica Boost TA pro) and coupled in the bus
waveguide using a lensed fiber. The collimated output is split using a 50:50 free
space beam splitter and sent to a photodiode to monitor the transmission, and an
optical spectrum analyzer to measure the comb spectrum.
To demonstrate broadband FWM, we select a 440 nm tall and 1.3 µm wide
microresonator with anomalous GVD for the TE20 mode, which has also been
experimentally measured in the previous section. The coupling gap between the
bus waveguide and the ring-cavity is 200 nm. A strong TE polarized pump laser is
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coupled into the bus waveguide using a lensed fiber as seen in Fig 6.11. The pump
laser used in this experiment is a Toptica DL-100 ECDL, amplified to 1 W using
a tapered amplifier. The laser has a modest mode-hop free tuning range of 10
GHz and hence we use on-chip platinum microheaters [see Fig. 6.6] for tuning the
cavity into resonance with the laser. The light from the output taper is collimated
using a 0.5 NA objective and is split using a 50:50 beam splitter. The transmission
through the cavity is measured on a photodiode, while the spectrum of the output
beam is monitored using an optical spectrum analyzer (OSA). By coupling a power
of 100 mW in the bus waveguide at a pump wavelength of 776 nm, we observe the
Pump
Figure 6.12: Generated comb spectrum, with a pump beam at 776 nm and 100
mW of pump power coupled in the bus waveguide. We observe >40 comb lines in
the wavelengths between 730 nm and 820 nm.
generation of > 40 comb lines between 730 nm - 820 nm by FWM. The OSA trace is
shown in Fig. 6.12. To our knowledge this the broadest comb demonstrated in the
wavelength range around 780 nm, spanning 45 THz. A dense comb exists between
750 nm and 820 nm while comb lines stretch as far out as 730 nm to the blue
detuned and 820 nm to the red detuned side of the pump. Additionally, we also
show comb spectra from adjacent cavity modes and clearly observe the existence
of comb lines at wavelengths as low as 710 nm [Fig. 6.13(b)]. The generation of
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comb lines between 710 nm - 820 nm indicates the broad wavelength range over
which phase matching can be achieved for FWM in the near-visible. In addition,
we also observe that combs lines are generated across the D1 and D2 transitions of
highly nonlinear alkali elements like Potassium and Rubidium.
(a)	
(b)	
Figure 6.13: Comb spectrum obtained by tuning the laser into cavity modes (a)
188 GHz and (b) 376 GHz away from the cavity mode shown in Fig. 6.12. Greater
than 40 comb lines are observed in the wavelength range between 710 nm and 820
nm.
6.7 Comb evolution
As mentioned earlier, comb generation process in the Si3N4 microresonator re-






Figure 6.14: Plot of comb spectrum as the laser is tuned into cavity resonance, de-
scribing the generation of (a) first sideband due to degenerate FWM [laser detuned
from cavity mode]. (b)-(c) more sidebands due to both degenerate and non degen-
erate FWM (d) minicombs due to FWM between pump and primary sidebands
[laser close to resonance with cavity mode].
to demonstrate octave spanning combs at telecom [118, 119] and broad combs at
1 µm [143] and mid-infrared wavelengths [144]. Tuning the cavity into resonance
with the pump laser, leads to the build-up of circulating power in the ring cavity
and beyond a threshold power (power level at which the gain of the parametric
process exceeds the cavity loss) we begin to observe the first sidebands [see Fig.
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6.14(a)]. The sidebands at 785.6 nm and 766.6 nm, result from a degenerate FWM
process involving the pump beam i.e. 2!p = !s1 + !s2, where !p is frequency of
the pump beam and !s1 and !s2 are the frequencies of the red and blue detuned
sidebands as seen in Fig. 6.14(a). Operating with pump power below oscillation
threshold could also lead to e cient quantum correlated photon pair-generation at
the first sidebands. By modifying the coupling strength and GVD for the microres-
onator, it is possible to tune the frequencies at which the first sidebands appear
and could lead to tunable photon-pair generation.
Further tuning the laser into the cavity, leads to generation of more sidebands
as seen in Fig. 6.14(b) and Fig. 6.14(c). When the laser detuning from the cavity
mode is small, enough circulating power builds inside the resonator, such that each
side band acts like a pump and mixes with adjacent sidebands to form minicombs
via FWM, as seen in Fig. 6.14(d).
6.8 Threshold for comb generation
Figure 6.15: Plot of power in the first sideband of the generated comb spectrum
as a function of input pump power coupled in the bus waveguide. We observe that
the first sideband appear when a threshold power of 74 mW is coupled into the
bus waveguide.
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To estimate the threshold power of oscillation, we gradually increased the power
inside the bus waveguide and tuned the cavity into resonance. The generation of
first sidebands was observed at a threshold power PT = 74 mW inside the bus
waveguide as seen in Fig. 6.15. Presently, we were limited by the Q value of the
resonators and the coupling losses to the bus waveguide, which prevented us from
achieving a natively spaced mode-locked comb. As PT / 1Q2 , increasing the Q
value by a factor of 3 in our future devices would lead to a threshold power of ⇠ 8
mW for oscillation, which can enable comb generation with line spacing equal to
the FSR.
6.9 Mode-locking
We model the comb numerically using the modified Lugiato-Lefever equation [145].
Figure 6.16 shows the simulated spectrum and the temporal profile (inset) pumping
at 800 nm based on the GVD in Fig. 6.5. Our modeling indicates that a broadband
mode-locked comb [146] can be achieved via higher-order mode excitation in the
microresonator.
Figure 6.16: Simulated spectrum and temporal profile (inset) for comb generation
in a Si3N4 microresonator. We use the dispersion profile of a TE20 mode of a
0.44⇥1.3 µm cross section, and take into account mode coupling.
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6.10 Conclusion
In summary, we successfully demonstrate broadband FWM in the near-visible
range by engineering anomalous GVD for higher-order modes. The higher-order
modes are selectively excited by fundamental to higher-order mode conversion
between the bus waveguide and microresonator. Using dispersion engineered mi-
croresonators, we report for the first time, broadband comb generation in the
near-visible spanning 45 THz around 780 nm. Comb lines are generated across the
D1 and D2 transitions of commonly used alkali like Potassium and Rubidium. Our
results open new possibilities for developing broadband and tunable single photon
sources in the near-visible which could be compatible with atomic quantum mem-
ories and can be e ciently detected. In future experiments, we aim at increasing
the Q value for the higher-order modes in the microresonators which could lead
to the lowering of threshold power and aid the generation of a mode-locked comb.
Mode-locking should greatly facilitate a technological advance in the goal towards
building on-chip ultrafast laser sources in the near-visible wavelength regime. The





In this chapter we explore future experiments that can be performed with the
Rb-PBGF and Rb-chip system.
7.1 Quantum frequency translation from telecom to visible
using Rb-filled PBGF’s
We explore the feasibility of performing quantum frequency conversion from tele-
com to visible wavelengths using the Rb-PBGF system. This is of particular
interest, as there have been great strides in developing tunable single photon
sources [38, 39, 48–51] and detectors [147] at telecom wavelengths. However even
today, the most e cient quantum memories are implemented using atoms [44–47]
and such a long range frequency conversion can be used for interfacing devices
operating in regimes with a large frequency di↵erence. Moreover, it becomes ex-
tremely di cult to engineer the dispersion for conventional solid-state waveguides
for achieving phase matching over such a large wavelength range (1550 nm - 800
nm). Recently, BS-FWM in a Si3N4 microresonator has been used to demonstrate
quantum frequency conversion from 1550 nm - 980 nm (112 THz signal-idler sep-
aration) [37].
As explained in chapter 2, e cient frequency conversion can be achieved at low
pump powers by leveraging the large e↵ective Kerr nonlinearity of the Rb-PBGF
system. Figure 7.1 shows the diamond level scheme in 85Rb that can enable this



























Figure 7.1: 85Rb level scheme used in the experiment. Pump beams at 780 nm and
1.47 µm are tuned to the D2 and 4D3/2 ! 5P1/2 transitions of 85Rb respectively.
A signal beam at 1.53 µm is frequency translated to the idler at 795 nm.
P1 and P2 tuned to the 5S1/2 ! 5P3/2 (780nm) and 4D3/2 ! 5P1/2 (1475 nm)
transitions respectively, a weak signal beam photon at 1529 nm (telecom S-band)
can be converted to an idler photon at 795 nm (near-visible) via noiseless fre-
quency conversion using BS-FWM. The frequency di↵erence between the signal
and idler is 181 THz. The detunings  1,  2 and  3 are maintained with re-
spect to the 5S1/2,F = 3 ! 5P3/2, F’ = 4, 5P1/2,F = 3 ! 4D3/2, F” = 3, and
5S1/2,F = 3! 5P1/2, F’ = 3 transitions respectively. To guide wavelengths cover-
ing such a large spectrum in frequency, we propose to use a Kagome´ type PBGF
filled with Rb vapor which has been discussed in previous demonstration of cross-
phase modulation [36] and quantum memories with cesium atoms [47].
To demonstrate the feasibility of the scheme, we have recently performed a pre-
liminary experiment in a warm Rb vapor-cell. The schematic for our experimental
setup is shown in Fig. 7.2. Pump beams P1 and P2 along with the weak signal
beam at 1529 nm are sent co-propagating, collinear and horizontally polarized (H)
into a warm (82 C), 2-cm long, isotopically pure 85Rb vapor-cell. A beam waist of
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Figure 7.2: Pump beams at 780 nm and 1.47 µm (⇠ 1 mW each), and a weak signal
beam at 1.53 µm (200 pW), are horizontally polarized and sent co propagating and
collinear in an isotopically pure 85Rb vapor cell maintained at 82 C. The generated
idler at 795 nm is spectrally filtered using band-pass filters and measured using a
single photon counting module.
80 µm is maintained for the overall length of the cell by means of a focusing and a
collimating lens (f = 15 cm). The generated idler at 795 nm is spectrally filtered
using a band pass filter and is measured using a single photon counting module. A
time tagging module is used to trigger the counter and also record the counts. At
first, we set each input pump beam at a CW power of 1 mW and maintain a signal
beam power as low as 200 pW. By frequency tuning the pumps and the signal
beam, we obtain a maximum energy conversion e ciency of 0.15 % from signal to
the idler at detunings of  1 = 900 MHz ,  2 = 250 MHz, and  3 = 880 MHz.
To the best of our knowledge, this 181 THz signal-idler separation is the largest
that has been demonstrated in a BS-FWM experiment compared to all previous
works [37, 86]. As seen from equation 2.7, in the limit of perfect phase matching
and negligible linear or nonlinear losses experienced by either of the pump or the







where   is the e↵ective nonlinearity of the system. The expression for   with
wavelengths far separated by 181 THz, is not so straightforward and would entail
writing separate expressions for  ’s around each field. Nevertheless, in the limit of
 
p
P1P2z << 1, we can approximate the idler power as,
Pidler(z) = 4Psignal(0)( z)
2P1P2 (7.2)
and we expect idler generation to linearly vary with each pump power (with the
(a)	
(b)	
Figure 7.3: Plot of energy conversion e ciency versus pump power for (a) P1 (780
nm) and (b) P2 (1.47 µm). We observe the counts to scale linearly with each pump
upto 1 mW of pump power. As we increase the power of P1 further [as seen in (a)],
the counts saturate due to nonlinear phase mismatch induced by the significant
di↵erence in the two pump powers and the large nonlinearity.
second pump constant) in this regime of operation. Figures 7.3 (a) and (b) show the
power dependence of the BS-FWM conversion e ciency measured as a function of
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pump powers P1 (P2 constant at 1 mW) and P2 (P1 constant at 1 mW) respectively.
We observe a linear dependence at P1 power levels less than 1 mW and the idler
counts seem to approach a saturation level at higher powers. The saturation e↵ect
can be explained by the resulting nonlinear phase mismatch created by a significant
imbalance in the pump power levels and the large  , which can be rectified by
increasing the power of P2 correspondingly. In our present experiment we could
Figure 7.4: Energy conversion e ciency of the idler beam as function of pump P1
detuning. We measure a bandwidth of 700 MHz for energy conversion e ciency
of the BS-FWM process.
not exceed a power level of 1 mW on the pump beam set at 1.47 µm and hence did
not observe the saturation e↵ect while increasing the P2 power. We also estimated
the bandwidth for idler generation by varying the detuning  1 of pump beam P1,
while keeping all other parameters constant. As seen in Fig. 7.4, we observe a
Gaussian lineshape for the signal-idler energy conversion e ciency by varying  1
and estimate a bandwidth of 700 MHz for the BS-FWM process.
The Rb-PBGF system is known to have a large   [3, 41], and we have pre-
viously demonstrated a BS-FWM conversion e ciency of 21% for a signal-idler
wavelength separation of 14 nm in the near-visible regime, as described in chapter
2. Leveraging the large nonlinearities of the Rb-Kagome´ fiber system, it shall be
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possible to achieve a large conversion e ciency (approaching near unit conversion)
for the telecom to visible BS-FWM described above. From equations 2.8(a) and
2.9 we know,
  / N/A (7.3)
where, N is the atomic number density and A is the optical mode area. In the
above experiment, a cell temperature of 82 C, would correspond to N ⇠ 1018
atoms/m3. Based on previous demonstrations [36, 47], we assume that an atomic
number density of ⇠ 1019 atoms/m3 can be routinely achieved in a Kagome´ fiber
with a core size of 15 µm radius, for an interaction length of 10 cm, and can
conclude from equation 7.3,
 PBGF = 280⇥  vc (7.4)
where, ‘vc’ refers to the value in the bulk vapor-cell. In the regime of equal pump
powers i.e. P1 = P2 = P, attaining a unit conversion e ciency in the Rb-PBGF












where ⌘vc is the energy conversion for BS-FWM in the bulk vapor cell and L
is the interaction length of the medium. For BS-FWM performed in the vapor
cell, we achieved a conversion e ciency ⌘vc = 0.15% at pump powers of 1 mW
for each beam. Combining this with equations 7.4 and 7.5, yields a pump power
requirement of ⇠ 30 µW in the Rb-PBGF system for achieving a unit signal-idler
energy conversion e ciency over a frequency range spanning 181 THz.
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5.7 CPC using Rb on Chip
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3. CPC using the suspended ring resonator/suspended nanowire 
 
We plan to implement CPC using the Rb level scheme shown in Fig. 4(a), where in the presence 
of a strong pump at 780 nm, a single photon at 776 nm is converted to a pair of photons in the 
field modes at 762 nm and 795 nm. The most efficient chip based platform to implement the 
same would be a SiN based suspended ring resonator, the evanescent field of which would be 
cavity enhanced, and would couple to the Rb vapor in the vicinity of the chip. A schematic for 



















The pump beam at 780 nm and the weak signal beam at 776 nm are coupled into the bus 
waveguide using a high numerical aperture (N.A) and long working distance objective 
appropriate to mode match the initial beam to that of the waveguide mode. As mentioned above, 
to prevent the linear phase mismatch, the beams shall be sent copropagating. We shall free space 
couple the beams into the waveguide instead of using tapered fibers, to avoid the contamination 
of the chamber which in our experience occurs via leakage from the feed through port. Thus it is 
possible to maintain a ultra high vacuum environment for the Rb gas which fills up the chamber. 
The pairs of photons at 762 nm and 795 nm, generated from the  !!""(!)  process, can be separated 
using appropriate band pass filters and are detected using single photon avalanche photodiodes 
(APD’s). By adding suitable time delays using a time tagging module, we can then test 
Fig. 9.  Pump beam at 780 nm and 776 nm are coupled into the chip using long working distance objectives. 
Pairs of photons generated at 762 nm and 795 nm are separated using band pass filters and sent to single photon 
APDs. By adding suitable time delays, the photons are analyzed for being correlated. 
F ure 5.7: Horizontally polarized pump (776 nm) beam and a weak input beam
(780nm) are coupled in the bus waveguide of the air-clad Si3N4 microresonator
mounted inside a UHV chamber. Pairs of photon at 795 nm (idler) and 762 nm
(signal) generated from the evanescent interaction of Rb with the waveguide mode
are separated using bandpass filters and measured using single photon avalanche
photodiodes.
We plan to implement CPC using the Rb level scheme shown in Fig. 4.4, where
in the presence of a strong pump at 776 nm, a single photon at 780 nm is converted
t a pair of photons in the field modes at 762 m and 795 nm. To have maximum
pair generation e ciency, we plan to use air-clad SiN ring resonator, the evanescent
field of which would be cavity enhanced, and would couple to the Rb vapor in the
vicinity of the chip. A schematic for the experimental setup is shown in Fig. 5.7.
The pump beam at 776 nm and the weak input at 780 nm are coupled into the
bus waveguide using a high numerical aperture (N.A) and long working distance
objectives. The pairs of photons at 762 nm and 795 nm, generated from the  eff (2)
process, can be separated using appropriate band pass filters and are detected using
single photon avalanche photodiodes (APD’s). By adding suitable time delays
using a time tagging module, we can then test correlation between the generated
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field modes at 762 nm and 795 nm. The most efficient chip based platform to implement the 
same would be a SiN based suspended ring resonator, the evanescent field of which would be 
cavity enhanced, and would couple to the Rb vapor in the vicinity of the chip. A schematic for 



















The pump beam at 780 nm and the weak signal beam at 776 nm are coupled into the bus 
waveguide using a high numerical aperture (N.A) and long working distance objective 
appropriate to mode match the init al beam to that of the waveguide mode. As mentioned above, 
to prevent the linear phase mismatch, the be m  sh ll be sent copropagating. We shall free space 
couple the beams into the waveguide instead of using tapered fibers, to avoid the contamination 
of the chamber which in our experience occurs via leakage from the feed through port. Thus it is 
possible to maintain a ultra high vacuum environment for the Rb gas which fills up the chamber. 
The pairs of photons at 762 nm and 795 nm, generated from the  !!""(!)  process, can be separated 
using appropriate band pass filters and are detected using single photon avalanche photodiodes 
(APD’s). By adding suitable time delays using a time tagging module, we can then test 
Fig. 9.  Pump beam at 780 nm and 776 nm are coupled into the chip using long working distance objectives. 
Pairs of photons generated at 762 nm and 795 n  are separated using band pass filters and sent to single photon 
APDs. By adding suitable time delays, th  photons are analyzed for being correlated. 
F ure 5.7: Horizontally polarized pu p (776 n ) beam and a weak input beam
(780nm) are coupled in the bus wavegui e of th air-cl d Si3N4 micr resonat r
mounted inside a UHV chamber. Pairs of oton at 795 nm (idler) and 762 nm
(signal) generated from the e anescent interaction of Rb with the waveguide mode
are separated using ba dp ss filters and me sured using si gle photon avalanc e
photodiodes.
We plan to implem nt CPC using the Rb level scheme shown i Fig. 4.4, where
in the presence of a strong pump t 776 m, a single photon at 780 nm is converted
t a pair of photons in the field modes at 762 m and 795 nm. To have maximum
pair generation e ciency, we plan to use air-clad SiN ring resonator, the evanescent
field of which would be cavity enhanced, and would couple to the Rb vapor in the
vicinity of the chip. A schematic for the experimental setup is shown in Fig. 5.7.
The pump beam at 776 nm and the weak input at 780 nm are coupled into the
bus waveguide using a high numerical aperture (N.A) and long working distance
objectives. The pairs of photons at 762 nm and 795 nm, generated from the  eff (2)
process, can be separated using appropriate band pass filters and are detected using
single photon avalanche photodiodes (APD’s). By adding suitable time delays
using a time tagging module, we can then test correlation between the generated
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Figure 7.5: Horizontally polarized pump (776 nm) beam and a weak input beam
(780nm) are coupled in the bus waveguide of the air-clad Si3N4 microresonator
mounted inside a UHV chamber. Pairs of photon at 795 nm (idler) and 762 nm
(signal) generated from the evanescent interaction of Rb with the microresonator
mode, are separated using bandpass filters and measured using single photon count-
ing modules.
7.2 CPC using Rb vapor vanescently coupl d to air-clad
silion nitride microresonator
We plan to implement CPC in the Rb-chip syste using the diamond level scheme
shown in Fig. 4.4, such that the presence of strong pump at 776 nm, can convert
a single photon at 780 nm to a pair of photons at 762 nm and 795 nm. To have
maximum pair gener tion e ciency, we plan to use an air-clad Si3N4 ring resonator;
the vanescent field of which w uld be cavity e h ced and coupled to the warm
Rb vapor in the vicinity of the chip. A schematic for the experimental setup is
shown in Fig. 7.5. The pump b am at 776 nm and the weak input at 780 nm
are coupled into the bus waveguide using a high numerical aperture (N.A) and
long working distance objectives. The pairs of photons at 762 nm and 795 nm
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generated from the  (2)eff CPC process [refer to sections 4.4 - 4.8 for more details],
can be separated using appropriate band pass filters and are detected using single
photon counting modules (SPCM’s). By adding suitable time delays using a time
tagging module, we can test the timing correlation between the generated photon
pairs. As explained in section 4.2, complete conversion requires  t ⇠ ⇡/2, and
in previous experiments a  t of 10 4 was demonstrated using photonic crystal
fibers with   = 0.1 W 1m 1 and peak pump powers of 2 kW [4]. After taking
into account the appropriate scaling factors for the Rb-microresonator system, the










where,  (3) is the third order nonlinearity for the evanescently coupled Rb-
microresonator system, ! is the angular frequency of the laser field, Aring and
Vring are the e↵ective mode area and the mode volume for the evanescent field re-
spectively, while Q and Pring are the quality factor and power inside the ring cavity
respectively. The intracavity power is given by Pring = PWG
F
⇡ , where PWG is the
power of the input beam coupled in the waveguide and F is the Finesse of the ring
cavity (defined as, F = FSR/ f, where  f is the cavity linewidth). By invoking
expressions 4.4 - 4.8 and 7.6, we can compare the e↵ective CPC interaction lengths

















where, ⌘ is the fraction of input mode evanescently coupled with Rb, ⌧vc is the
mode interaction lifetime and Avc is the e↵ective mode area in the vapor cell. In
the limit of  t << 1, photon pair generation e ciency is proportional to ( t)2. We
know from section 4.7, ( t)vc = 2.5⇥ 10 4, per kW of pump beam. By assuming
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vapor densities in the Rb-chip chamber, comparable to those in the vapor cell and
maintaining detunings as explained in section 4.3 (i.e  1 = 910 MHz,  2 = 0
MHz), we can assume equal  (3)’s for the two systems . The bandwidth for pair
generation in the vapor cell is 1.5 GHz, which gives ⌧vc ⇠ 10 10 s 1. To prevent
dephasing of Rb atoms from the waveguide surface, we conservatively consider the
mode field in a narrow cross-section of width = 50 nm, about 50 nm away from the
waveguide surface which also corresponds to ⇠ 2% of the guided TM mode. We
refer to this e↵ective interaction area for the evanescent mode 50 nm away from the
waveguide surface as Aring. In section 5.6 we measured a Q value of 100,000 which
also corresponds to F = 50 for the air-clad ring cavity with FSR = 210 GHz. This
implies, achieving unit CPC pair generation e ciency [i.e. ( t)ring = ⇡/2], would
require only ⇠ 1 mW of power in the pump beam. We would thereby realize  (2)eff
for a CPC process, orders of magnitude larger than those previously reported and






When light interacts with matter, the electric field of light exerts a force on the
electron cloud bound to the nuclei of the atoms. This force changes the distribution
of the electron cloud about the nuclei resulting in the polarization of the material.
As electrons accelerate back and forth under the influence of the oscillating field of
light, they radiate energy in the form of electromagnetic radiation as suggested by
Maxwell’s relations. The polarization P(t) induced in the medium is proportional
to the electric field E(t) and can be expressed as [56],
P(t) =  ¯E(t) (A.1)
where,  ¯ is the tensor for electric susceptibility. In general,  ¯ is a function of
electric field and we can follow a Taylor expansion of the susceptibility, expressed
as,
 ¯ =  ¯(1) +  ¯(2)E(t) +  ¯(3)E(t)E(t) + ... (A.2)
where,  ¯(i) refers to the ith order correction to the linear behavior. For materials
symmetric at the atomic/molecular level (also called centrosymmetric materials
and includes the Rb vapor and Si3N4 waveguides),  ¯(2) vanishes and the most
dominant term in the nonlinear response is  ¯(3). This third order nonlinearity
( ¯(3)) is also called the Kerr nonlinearity and has been widely discussed in our
work. From equation A.2, it is clear that, larger the strength of the electric field,
larger is the contribution of the higher order nonlinear terms to the total electric
field response of the system.
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APPENDIX B
VAPOR-CELL CPC PARAMETER ESTIMATION
For a function f, which depends on response variables x1, x2, ... xn, the total error
in measuring ‘f’ can be estimated by the principle of propagation of uncertainty






















where,  xi is the uncertainty in the measured value for the response variable xi,
for i = 1, 2...n.
B.1 Measurement of coincidences/second between the sig-
nal and idler photons
The coincidences between the signal and idler photons are determined by per-
forming a gated measurement between the two single photon counting modules
(SPCM’s), by binning the detectors clicks over a finite range of time delay. We
hence measure the counts on the SPCM for the idler photons (say I) conditioned
on the arrival of a photon at the SPCM measuring the signal photon (say S), giving
us the necessary second order correlation between the two. As seen in Fig. B.1,
this also results in the measurement of background counts/sec/bin (Nb0) due to ac-
cidental coincidences measured from the singles NI and NS, recorded on detectors
I and S respectively which is given by,
Nb0 = NINS t (B.2)
where,  t is the width of each bin measuring the time-delay. Let ‘n’ be the total































































Figure B.1: Viewgraph indicating a coincidence measurement between signal and
idler photons. Nb0 refer to the accidental coincidences measured per second in each
bin and Np refers to the counts measured in the bin at zero time delay [peak of the
cross correlation measurement]. Ni represent the counts in the bin at time delay
ti.
the ith bin at a time delay ti as shown in Fig. B.1. This leads to an overall number





Due to the gated measurement, the measurement on each bin is only shot-noise
limited, which leads on an error per bin  Ni =
p
Ni. From equations B.1 and B.3,






where,  Nb0 is the error in measuring Nb0. In the experiment we average the
counts recorded in a total of ‘k’ bins away from the coincidence peak so that they
accurately represent the background, and measure Nb0 =
Pk
n=1Nn








B.2 g(2)(0) between the signal and idler photons
As seen in Fig. B.1, let Np be the counts/sec measured in the bin recording the
maximum coincidences, and we define the total background subtracted counts as




























B.3 g(2)(0) for the signal(idler) photons
To measure the second order correlation for the signal(idler) photons, we split
the original signal (idler) beams using a 50:50 fiber splitter and send each arm
to SPCM’s D1 and D2. As explained in section B.1, we yet again measure a
gated response of D1 conditioned upon the arrival of photon on D2. From here
on, we shall present the analysis for the signal photon which shall remain the
same for the idler. Let Np represent the counts in the bin recording the peak
of the coincidence measurement between signal photons (e.g. see Fig. B.1, for
the coincidence measurement done between signal and idler), and Nb0 represent
the background counts resulting from accidental coincidences between the two
detectors. The second order correlation between the signal photons at zero time




















As explained in section B.1,  Np =
p
Np and  Nb0 =
pPk
n=1Nn
k , obtained by
averaging background counts in a total of ‘k’ bins far away from the coincidence
peak.
B.4 Cauchy Schwarz inequality
From equation 4.10, the parameter ‘R’ estimating the Cauchy Schwarz inequality
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